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SUBCHAPTER C—AIR PROGRAMS (CONTINUED)

PART 63—NATIONAL EMISSION
STANDARDS FOR HAZARDOUS
AIR POLLUTANTS FOR SOURCE
CATEGORIES (CONTINUED)

Subpart QQQ—National Emission Stand-
ards for Hazardous Air Pollutants for
Primary Copper Smelting

WHAT THIS SUBPART COVERS

Sec.

63.1440 What is the purpose of this subpart?

63.1441 Am I subject to this subpart?

63.1442 What parts of my plant does this
subpart cover?

63.1443 When do I have to comply with this

subpart?
EMISSION LIMITATIONS AND WORK PRACTICE
STANDARDS
63.1444 What emissions Ilimitations and

work practice standards must I meet for
my copper concentrate dryers, smelting
furnaces, slag cleaning vessels, and cop-
per converter departments?

63.1445 What work practice standards must I
meet for my fugitive dust sources?

63.1446 What alternative emission limita-
tion may I meet for my combined gas
streams?

OPERATION AND MAINTENANCE REQUIREMENTS

63.1447 What are my operation and mainte-
nance requirements?

GENERAL COMPLIANCE REQUIREMENTS

63.1448 What are my general requirements
for complying with this subpart?

INITIAL COMPLIANCE REQUIREMENTS

63.1449 By what date must I conduct per-
formance tests or other initial compli-
ance demonstrations?

63.1450 What test methods and other proce-
dures must I use to demonstrate initial
compliance with the emission limita-
tions?

63.1451 How do I demonstrate initial compli-
ance with the emission limitations, work
practice standards, and operation and
maintenance requirements that apply to
me?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.1452 What are my monitoring require-
ments?

63.1453 How do I demonstrate continuous
compliance with the emission limita-
tions, work practice standards, and oper-

ations and maintenance
that apply to me?

requirements

NOTIFICATIONS, REPORTS AND RECORDS

63.1454 What notifications must I submit
and when?

63.1456 What reports must I submit and
when?

63.1456 What records must I keep and how
long must I keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.1457 What part of the General Provisions
apply to me?

63.1458 Who implements and enforces this
subpart?

63.1459 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART QQQ OF PART 63—APPLI-
CABILITY OF GENERAL PROVISIONS TO SUB-
PART QQQ.

FIGURE 1 TO SUBPART QQQ OF PART 63—DATA
SUMMARY SHEET FOR DETERMINATION OF
AVERAGE OPACITY.

Subpart RRR—National Emission Standards
for Hazardous Air Pollutants for Sec-
ondary Aluminum Production

GENERAL

63.1500
63.1501
63.1502
63.1503
63.1504

Applicability.

Dates.

Incorporation by reference.
Definitions.

[Reserved]

EMISSION STANDARDS AND OPERATING
REQUIREMENTS

63.1506 Emission standards for
sources and emission nits.

63.1506 Operating requirements.

63.1507-63.1509 [Reserved]

affected

MONITORING AND COMPLIANCE PROVISIONS

63.1510 Monitoring requirements.

63.15611 Performance test/compliance dem-
onstration general requirements.

63.1512 Performance test/compliance dem-
onstration requirements and procedures.

63.1513 Equations for determining compli-
ance.

63.1514 [Reserved]

NOTIFICATIONS, REPORTS, AND RECORDS

63.1515
63.1516
63.1517

Notifications.
Reports.
Records.

OTHER

63.1518
63.1519

Applicability of general provisions.
Implementation and enforcement.
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63.1520 [Reserved]

TABLE 1 TO SUBPART RRR OF PART 63—EMIS-
SION STANDARDS FOR NEW AND EXISTING
AFFECTED SOURCES

TABLE 2 TO SUBPART RRR OF PART 63—SUM-
MARY OF OPERATING REQUIREMENTS FOR
NEW AND EXISTING AFFECTED SOURCES
AND EMISSION UNITS

TABLE 3 TO SUBPART RRR OF PART 63—SUM-
MARY OF MONITORING REQUIREMENTS FOR
NEW AND EXISTING AFFECTED SOURCES
AND EMISSION UNITS

APPENDIX A TO SUBPART RRR OF PART 63—
GENERAL PROVISIONS APPLICABILITY TO
SUBPART RRR

Subpart SSS [Reserved]

Subpart TIT—National Emission Standards
for Hazardous Air Pollutants for Primary
Lead Smelting

63.15641 Applicability.

63.1542 Definitions.

63.1543 Standards for process and process fu-
gitive sources.

63.1544 Standards for fugitive dust sources.

63.1545 Compliance dates.

63.1546 Performance testing.

63.1547 Monitoring requirements.

63.1548 Notification requirements.

63.15649 Recordkeeping and reporting re-
quirements.

63.1550 Delegation of authority.

63.1551 Affirmative defense for exceedance
of emission limit during malfunction.

Subpart UUU—National Emission Standards
for Hazardous Air Pollutants for Petro-
leum Refineries: Catalytic Cracking
Units, Catalytic Reforming Units, and
Sulfur Recovery Units

WHAT THIS SUBPART COVERS

63.1560 What is the purpose of this subpart?

63.1561 Am I subject to this subpart?

63.1562 What parts of my plant are covered
by this subpart?

63.1563 When do I have to comply with this
subpart?

CATALYTIC CRACKING UNITS, CATALYTIC RE-
FORMING UNITS, SULFUR RECOVERY UNITS,
AND BYPASS LINES

63.1564 What are my requirements for metal
HAP emissions from catalytic cracking
units?

63.1565 What are my requirements for or-
ganic HAP emissions from catalytic
cracking units?

63.1566 What are my requirements for or-
ganic HAP emissions from catalytic re-
forming units?

63.1567 What are my requirements for inor-
ganic HAP emissions from catalytic re-
forming units?
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63.1568 What are my requirements for HAP
emissions from sulfur recovery units?
63.1569 What are my requirements for HAP

emissions from bypass lines?

GENERAL COMPLIANCE REQUIREMENTS

63.1570 What are my general requirements
for complying with this subpart?

63.1571 How and when must I conduct a per-
formance test or other initial compliance
demonstration?

63.1572 What are my monitoring installa-

tion, operation, and maintenance re-
quirements?

63.1573 What are my monitoring alter-
natives?

NOTIFICATIONS, REPORTS, AND RECORDS

63.1574 What notifications must I submit
and when?

63.1575 What reports must I submit and
when?

63.1576 What records must I keep, in what
form, and for how long?

OTHER REQUIREMENTS AND INFORMATION

63.1577 What parts of the General Provisions
apply to me?

63.1578 Who implements and enforces this
subpart?

63.1579 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART UUU OF PART 63—METAL
HAP EMISSION LIMITS FOR CATALYTIC
CRACKING UNITS

TABLE 2 TO SUBPART UUU OF PART 63—OPER-
ATING LIMITS FOR METAL HAP EMISSIONS
FROM CATALYTIC CRACKING UNITS

TABLE 3 TO SUBPART UUU OF PART 63—CON-
TINUOUS MONITORING SYSTEMS FOR METAL
HAP EMISSIONS FROM CATALYTIC CRACK-
ING UNITS

TABLE 4 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
METAL HAP EMISSIONS FROM CATALYTIC
CRACKING UNITS NOT SUBJECT TO THE NEW
SOURCE PERFORMANCE STANDARD (NSPS)
FOR PARTICULATE MATTER (PM)

TABLE 5 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH METAL HAP EMIS-
SION LIMITS FOR CATALYTIC CRACKING
UNITS

TABLE 6 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH METAL HAP
EMISSION LIMITS FOR CATALYTIC CRACK-
ING UNITS

TABLE 7 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS FOR METAL HAP EMISSIONS FROM
CATALYTIC CRACKING UNITS

TABLE 8 TO SUBPART UUU OF PART 63—OR-
GANIC HAP EMISSION LIMITS FOR CATA-
LYTIC CRACKING UNITS

TABLE 9 TO SUBPART UUU OF PART 63—OPER-
ATING LIMITS FOR ORGANIC HAP EMIS-
SIONS FROM CATALYTIC CRACKING UNITS
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TABLE 10 TO SUBPART UUU OF PART 63—CON-
TINUOUS MONITORING SYSTEMS FOR OR-
GANIC HAP EMISSIONS FROM CATALYTIC
CRACKING UNITS

TABLE 11 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
ORGANIC HAP EMISSIONS FROM CATALYTIC
CRACKING UNITS NOT SUBJECT TO THE NEW
SOURCE PERFORMANCE STANDARD (NSPS)
FOR CARBON MONOXIDE (CO)

TABLE 12 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH ORGANIC HAP
EMISSION LIMITS FOR CATALYTIC CRACK-
ING UNITS

TABLE 13 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH ORGANIC HAP
EMISSION LIMITS FOR CATALYTIC CRACK-
ING UNITS

TABLE 14 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS FOR ORGANIC HAP EMISSIONS FROM
CATALYTIC CRACKING UNITS

TABLE 15 TO SUBPART UUU OF PART 63—OR-
GANIC HAP EMISSION LIMITS FOR CATA-
LYTIC REFORMING UNITS

TABLE 16 TO SUBPART UUU OF PART 63—OP-
ERATING LIMITS FOR ORGANIC HAP EMIS-
SIONS FROM CATALYTIC REFORMING UNITS

TABLE 17 TO SUBPART UUU OF PART 63—CON-
TINUOUS MONITORING SYSTEMS FOR OR-
GANIC HAP EMISSIONS FROM CATALYTIC
REFORMING UNITS

TABLE 18 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
ORGANIC HAP EMISSIONS FROM CATALYTIC
REFORMING UNITS

TABLE 19 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH ORGANIC HAP
EMISSION LIMITS FOR CATALYTIC REFORM-
ING UNITS

TABLE 20 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH ORGANIC HAP
EMISSION LIMITS FOR CATALYTIC REFORM-
ING UNITS

TABLE 21 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS FOR ORGANIC HAP EMISSIONS
FROM CATALYTIC REFORMING UNITS

TABLE 22 TO SUBPART UUU OF PART 63—INOR-
GANIC HAP EMISSION LIMITS FOR CATA-
LYTIC REFORMING UNITS

TABLE 23 TO SUBPART UUU OF PART 63—OP-
ERATING LIMITS FOR INORGANIC HAP
EMISSION LIMITATIONS FOR CATALYTIC RE-
FORMING UNITS

TABLE 24 TO SUBPART UUU OF PART 63—CON-
TINUOUS MONITORING SYSTEMS FOR INOR-
GANIC HAP EMISSIONS FROM CATALYTIC
REFORMING UNITS

TABLE 25 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
INORGANIC HAP EMISSIONS FROM CATA-
LYTIC REFORMING UNITS

TABLE 26 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH INORGANIC HAP
EMISSION LIMITS FOR CATALYTIC REFORM-
ING UNITS
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TABLE 27 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH INORGANIC
HAP EMISSION LIMITS FOR CATALYTIC RE-
FORMING UNITS

TABLE 28 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS FOR INORGANIC HAP EMISSIONS
FROM CATALYTIC REFORMING UNITS

TABLE 29 TO SUBPART UUU OF PART 63—HAP
EMISSION LIMITS FOR SULFUR RECOVERY
UNITS

TABLE 30 TO SUBPART UUU OF PART 63—OP-
ERATING LIMITS FOR HAP EMISSIONS
FROM SULFUR RECOVERY UNITS

TABLE 31 TO SUBPART UUU OF PART 63—CON-
TINUOUS MONITORING SYSTEMS FOR HAP
EMISSIONS FROM SULFUR RECOVERY UNITS

TABLE 32 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
HAP EMISSIONS FROM SULFUR RECOVERY
UNITS NOT SUBJECT TO THE NEW SOURCE
PERFORMANCE STANDARDS (NSPS) FOR
SULFUR OXIDES

TABLE 33 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH HAP EMISSION
LIMITS FOR SULFUR RECOVERY UNITS

TABLE 34 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH HAP EMISSION
LIMITS FOR SULFUR RECOVERY UNITS

TABLE 35 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS FOR HAP EMISSIONS FROM SULFUR
RECOVERY UNITS

TABLE 36 TO SUBPART UUU OF PART 63—WORK
PRACTICE STANDARDS FOR HAP EMISSIONS
FROM BYPASS LINES

TABLE 37 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS FOR
BYPASS LINES

TABLE 38 TO SUBPART UUU OF PART 63—INI-
TIAL COMPLIANCE WITH WORK PRACTICE
STANDARDS FOR HAP EMISSIONS FROM BY-
PASS LINES

TABLE 39 TO SUBPART UUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH WORK PRAC-
TICE STANDARDS FOR HAP EMISSIONS
FROM BYPASS LINES

TABLE 40 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR INSTALLATION, OPER-
ATION, AND MAINTENANCE OF CONTINUOUS
OPACITY MONITORING SYSTEMS AND CON-
TINUOUS EMISSION MONITORING SYSTEMS

TABLE 41 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR INSTALLATION, OPER-
ATION, AND MAINTENANCE OF CONTINUOUS
PARAMETER MONITORING SYSTEMS

TABLE 42 TO SUBPART UUU OF PART 63—ADDI-
TIONAL INFORMATION FOR INITIAL NOTIFI-
CATION OF COMPLIANCE STATUS

TABLE 43 TO SUBPART UUU OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 44 TO SUBPART UUU OF PART 63—AP-
PLICABILITY OF NESHAP GENERAL PROVI-
SIONS TO SUBPART UUU
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APPENDIX A TO SUBPART UUU OF PART 63—
DETERMINATION OF METAL CONCENTRA-
TION ON CATALYST PARTICLES (INSTRU-
MENTAL ANALYZER PROCEDURE)

Subpart VVV—National Emission Standards
for Hazardous Air Pollutants: Publicly
Owned Treatment Works

APPLICABILITY

63.15680 Am I subject to this subpart?

63.1581 Does the subpart distinguish be-
tween different types of POTW treatment
plants?

INDUSTRIAL POTW TREATMENT PLANT
DESCRIPTION AND REQUIREMENTS

63.1582 What are the characteristics of an
industrial POTW treatment plant?

63.1583 What are the emission points and
control requirements for an industrial
POTW treatment plant?

63.1584 When do I have to comply?

63.1585 How does an industrial POTW treat-
ment plant demonstrate compliance?

NON-INDUSTRIAL POTW TREATMENT PLANT
REQUIREMENTS

63.1586 What are the emission points and
control requirements for a non-industrial
POTW treatment plant?

63.1587 When do I have to comply?

63.1588 What inspections must I conduct?

63.1589 What records must I keep?

63.1590 What reports must I submit?

GENERAL REQUIREMENTS

63.1591 What are my notification require-
ments?

63.1592 Which General Provisions apply to
my POTW treatment plant?

63.1593 How will the EPA determine if I am
in compliance with this subpart?

63.1594 Who enforces this subpart?

63.1595 List of definitions.

TABLE 1 TO SUBPART VVV OF PART 63—APPLI-
CABILITY OF 40 CFR PART 63 GENERAL
PROVISIONS TO SUBPART VVV

Subpart WWW [Reserved]

Subpart XXX—National Emission Standards
for Hazardous Air Pollutants for
Ferroalloys Production:
Ferromanganese and
Silicomanganese

63.1620-63.1649 [Reserved]

63.1650 Applicability and compliance dates.

63.1651 Definitions.

63.1652 Emission standards.

63.16563 Opacity standards.

63.16564 Operational and work
standards.

63.1655 Maintenance requirements.

practice
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63.1666 Performance testing, test methods,
and compliance demonstrations.

63.16567 Monitoring requirements.

63.1668 Notification requirements.

63.1669 Reporting requirements.

63.1660 Recordkeeping requirements.

63.1661 Implementation and enforcement.

63.1662-63.1679 [Reserved]

Subpart AAAA—National Emission Stand-
ards for Hazardous Air Pollutants: Mu-
nicipal Solid Waste Landfills

WHAT THIS SUBPART COVERS

63.1930 What is the purpose of this subpart?

63.1935 Am I subject to this subpart?

63.1940 What is the affected source of this
subpart?

63.1945 When do I have to comply with this
subpart?

63.1947 When do I have to comply with this
subpart if I own or operate a bioreactor?

63.1950 When am I no longer required to
comply with this subpart?

63.1952 When am I no longer required to
comply with the requirements of this
subpart if I own or operate a bioreactor?

STANDARDS

63.19556 What requirements must I meet?

GENERAL AND CONTINUING COMPLIANCE
REQUIREMENTS

63.1960 How is compliance determined?

63.1965 What is a deviation?

63.1975 How do I calculate the 3-hour block
average used to demonstrate compli-
ance?

NOTIFICATIONS, REPORTS AND RECORDS

63.1980 What records and reports must I
keep and submit?

OTHER REQUIREMENTS AND INFORMATION

63.1985 Who enforces this subpart?

63.1990 What definitions apply to this sub-
part?

TABLE 1 OF SUBPART AAAA OF PART 63—AP-
PLICABILITY OF NESHAP GENERAL PROVI-
SIONS TO SUBPART AAAA

Subpart CCCC—National Emission Stand-
ards for Hazardous Air Pollutants: Man-
ufacturing of Nutritional Yeast

WHAT THIS SUBPART COVERS

63.2130 What is the purpose of this subpart?

63.2131 Am I subject to this subpart?

63.2132 What parts of my plant does this
subpart cover?

63.2133 When do I have to comply with this
subpart?
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EMISSION LIMITATIONS

63.2140 What emission limitations must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.2150 What are my general requirements
for complying with this subpart?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.2160 By what date must I conduct an ini-
tial compliance demonstration?

63.2161 What performance tests and other
procedures must I use if I monitor brew
ethanol?

63.2162 When must I conduct subsequent
performance tests?

63.2163 If I monitor fermenter exhaust, what
are my monitoring installation, oper-
ation, and maintenance requirements?

63.2164 If I monitor brew ethanol, what are
my monitoring installation, operation,
and maintenance requirements?

63.2166 How do I demonstrate initial compli-
ance with the emission limitations if I
monitor fermenter exhaust?

63.2166 How do I demonstrate initial compli-
ance with the emission limitations if I
monitor brew ethanol?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.2170 How do I monitor and collect data to
demonstrate continuous compliance?
63.2171 How do I demonstrate continuous
compliance with the emission limita-

tions?

NOTIFICATIONS, REPORTS, AND RECORDS

63.2180 What notifications must I submit
and when?

63.2181 What reports must I submit and
when?

63.2182 What records must I keep?

63.2183 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.2190 What parts of the General Provisions
apply to me?

63.2191 Who implements and enforces this
subpart?

63.2192 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART CCCC OF PART 63—EMIS-
SION LIMITATIONS

TABLE 2 TO SUBPART CCCC OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS
(BREW ETHANOL MONITORING ONLY)

TABLE 3 TO SUBPART CCCC OF PART 63—INI-
TIAL COMPLIANCE WITH EMISSION LIMITA-
TIONS

TABLE 4 TO SUBPART CCCC OF PART 63—CON-
TINUOUS COMPLIANCE WITH EMISSION LIMI-
TATIONS
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TABLE 5 TO SUBPART CCCC OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 6 TO SUBPART CCCC OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART CCCC

Subpart DDDD—National Emission Stand-
ards for Hazardous Air Pollutants: Ply-
wood and Composite Wood Products

WHAT THIS SUBPART COVERS

63.2230 What is the purpose of this subpart?

63.2231 Does this subpart apply to me?

63.2232 What parts of my plant does this
subpart cover?

63.2233 When do I have to comply with this
subpart?

COMPLIANCE OPTIONS, OPERATING REQUIRE-
MENTS, AND WORK PRACTICE REQUIRE-
MENTS

63.2240 What are the compliance options and
operating requirements and how must I
meet them?

63.2241 What are the work practice require-
ments and how must I meet them?

GENERAL COMPLIANCE REQUIREMENTS

63.2250 What are the general requirements?

63.2261 What are the requirements for the
routine control device maintenance ex-
emption?

63.2252 What are the requirements for proc-
ess units that have no control or work
practice requirements?

INITIAL COMPLIANCE REQUIREMENTS

63.2260 How do I demonstrate initial compli-
ance with the compliance options, oper-
ating requirements, and work practice
requirements?

63.2261 By what date must I conduct per-
formance tests or other initial compli-
ance demonstrations?

63.2262 How do I conduct performance tests
and establish operating requirements?

63.2263 Initial compliance demonstration
for a dry rotary dryer.

63.2264 Initial compliance demonstration
for a hardwood veneer dryer.

63.2265 Initial compliance demonstration
for a softwood veneer dryer.

63.2266 Initial compliance demonstration
for a veneer redryer.

63.2267 Initial compliance demonstration

for a reconstituted wood product press or
board cooler.
63.2268 Initial compliance
for a wet control device.
63.2269 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

demonstration
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CONTINUOUS COMPLIANCE REQUIREMENTS

63.2270 How do I monitor and collect data to
demonstrate continuous compliance?
63.2271 How do I demonstrate continuous
compliance with the compliance options,
operating requirements, and work prac-

tice requirements?

NOTIFICATIONS, REPORTS, AND RECORDS

63.2280 What notifications must I submit
and when?

63.2281 What reports must I submit and
when?

63.2282 What records must I keep?

63.2283 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.2290 What parts of the General Provisions
apply to me?

63.2291 Who implements and enforces this
subpart?

63.2292 What definitions apply to this sub-
part?

TABLE 1A TO SUBPART DDDD OF PART 63—
PRODUCTION-BASED COMPLIANCE OPTIONS

TABLE 1B TO SUBPART DDDD OF PART 63—
ADD-ON CONTROL SYSTEMS COMPLIANCE
OPTIONS

TABLE 2 TO SUBPART DDDD OF PART 63—OP-
ERATING REQUIREMENTS

TABLE 3 TO SUBPART DDDD OF PART 63—
WORK PRACTICE REQUIREMENTS

TABLE 4 TO SUBPART DDDD OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS

TABLE 5 TO SUBPART DDDD OF PART 63—PER-
FORMANCE TESTING AND INITIAL COMPLI-
ANCE DEMONSTRATIONS FOR THE COMPLI-
ANCE OPTIONS AND OPERATING REQUIRE-
MENTS

TABLE 6 TO SUBPART DDDD OF PART 63—INI-
TIAL COMPLIANCE DEMONSTRATIONS FOR
WORK PRACTICE REQUIREMENTS

TABLE 7 TO SUBPART DDDD OF PART 63—CON-
TINUOUS COMPLIANCE WITH THE COMPLI-
ANCE OPTIONS AND OPERATING REQUIRE-
MENTS

TABLE 8 TO SUBPART DDDD OF PART 63—CON-
TINUOUS COMPLIANCE WITH THE WORK
PRACTICE REQUIREMENTS

TABLE 9 TO SUBPART DDDD OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 10 TO SUBPART DDDD OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART DDDD

APPENDIX A TO SUBPART DDDD OF PART 63—
ALTERNATIVE PROCEDURE TO DETERMINE
CAPTURE EFFICIENCY FROM ENCLOSURES
AROUND HOT PRESSES IN THE PLYWOOD
AND COMPOSITE Wo0OD PRODUCTS INDUS-

10
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TRY USING SULFUR HEXAFLUORIDE TRACER
GAS

Subpart EEEE—National Emission Standards
for Hazardous Air Pollutants: Organic
Liquids Distribution (Non-Gasoline)

WHAT THIS SUBPART COVERS

63.2330 What is the purpose of this subpart?

63.2334 Am I subject to this subpart?

63.2338 What parts of my plant does this
subpart cover?

63.2342 When do I have to comply with this
subpart?

63.2343 What are my requirements for emis-
sion sources not requiring control?

EMISSION LIMITATIONS, OPERATING LIMITS,
AND WORK PRACTICE STANDARDS

63.2346 What emission limitations, oper-
ating limits, and work practice standards
must I meet?

GENERAL COMPLIANCE REQUIREMENTS

63.23560 What are my general requirements
for complying with this subpart?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.2354 What performance tests, design eval-
uations, and performance evaluations
must I conduct?

63.2358 By what date must I conduct per-
formance tests or other initial compli-
ance demonstrations?

63.2362 When must I conduct subsequent
performance tests?

63.2366 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

63.2370 How do I demonstrate initial compli-
ance with the emission limitations, oper-
ating limits, and work practice stand-
ards?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.2374 When do I monitor and collect data
to demonstrate continuous compliance
and how do I use the collected data?

63.2378 How do I demonstrate continuous
compliance with the emission limita-
tions, operating limits, and work prac-
tice standards?

NOTIFICATIONS, REPORTS, AND RECORDS

63.2382 What notifications must I submit
and when and what information should
be submitted?

63.2386 What reports must I submit and
when and what information is to be sub-
mitted in each?

63.2390 What records must I keep?

63.2394 In what form and how long must I
keep my records?



Environmental Protection Agency

OTHER REQUIREMENTS AND INFORMATION

63.2396 What compliance options do I have if
part of my plant is subject to both this
subpart and another subpart?

63.2398 What parts of the General Provisions
apply to me?

63.2402 Who implements and enforces this
subpart?

63.2406 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART EEEE OF PART 63—OR-
GANIC HAZARDOUS AIR POLLUTANTS

TABLE 2 TO SUBPART EEEE OF PART 63—EMIS-
SION LIMITS

TABLE 3 TO SUBPART EEEE OF PART 63—OP-
ERATING LIMITS—HIGH THROUGHPUT
TRANSFER RACKS

TABLE 4 TO SUBPART EEEE OF PART 63—
WORK PRACTICE STANDARDS

TABLE 5 TO SUBPART EEEE OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS AND
DESIGN EVALUATIONS

TABLE 6 TO SUBPART EEEE OF PART 63—INI-
TIAL COMPLIANCE WITH EMISSION LIMITS

TABLE 7 TO SUBPART EEEE OF PART 63—INI-
TIAL COMPLIANCE WITH WORK PRACTICE
STANDARDS

TABLE 8 TO SUBPART EEEE OF PART 63—CON-
TINUOUS COMPLIANCE WITH EMISSION LIM-
ITS

TABLE 9 TO SUBPART EEEE OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LIMITS—HIGH THROUGHPUT TRANSFER
RACKS

TABLE 10 TO SUBPART EEEE OF PART 63—CON-
TINUOUS COMPLIANCE WITH WORK PRAC-
TICE STANDARDS

TABLE 11 TO SUBPART EEEE OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 12 TO SUBPART EEEE OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART EEEE

Subpart FFFF—National Emission Standards
for Hazardous Air Pollutants: Miscella-
neous Organic Chemical Manufac-
turing

WHAT THIS SUBPART COVERS

63.2430 What is the purpose of this subpart?

63.2435 Am I subject to the requirements in
this subpart?

63.2440 What parts of my plant does this
subpart cover?

COMPLIANCE DATES

63.2445 When do I have to comply with this
subpart?

EMISSION LIMITS, WORK PRACTICE
STANDARDS, AND COMPLIANCE REQUIREMENTS

63.2450 What are my general requirements
for complying with this subpart?

63.24556 What requirements must I meet for
continuous process vents?
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63.2460 What requirements must I meet for
batch process vents?

63.2465 What requirements must I meet for
process vents that emit hydrogen halide
and halogen HAP or HAP metals?

63.2470 What requirements must I meet for
storage tanks?

63.2475 What requirements must I meet for
transfer racks?

63.2480 What requirements must I meet for
equipment leaks?

63.2485 What requirements must I meet for
wastewater streams and liquid streams
in open systems within an MCPU?

63.2490 What requirements must I meet for
heat exchange systems?

ALTERNATIVE MEANS OF COMPLIANCE

63.2495 How do I comply with the pollution
prevention standard?

63.2500 How do I comply with emissions
averaging?

63.2506 How do I comply with the alter-
native standard?

NOTIFICATIONS, REPORTS, AND RECORDS

63.2515 What notifications must I submit
and when?

63.25620 What reports must I submit and
when?

63.2526 What records must I keep?

OTHER REQUIREMENTS AND INFORMATION

63.2535 What compliance options do I have if
part of my plant is subject to both this
subpart and another subpart?

63.2540 What parts of the General Provisions
apply to me?

63.2545 Who implements and enforces this
subpart?

63.2550 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART FFFF OF PART 63—EMIS-
SION LIMITS AND WORK PRACTICE STAND-
ARDS FOR CONTINUOUS PROCESS VENTS

TABLE 2 TO SUBPART FFFF OF PART 63—EMIS-
SION LIMITS AND WORK PRACTICE STAND-
ARDS FOR BATCH PROCESS VENTS

TABLE 3 TO SUBPART FFFF OF PART 63—EMIS-
SION LIMITS FOR HYDROGEN HALIDE AND
HALOGEN HAP EMISSIONS OR HAP MET-
ALS EMISSIONS FROM PROCESS VENTS

TABLE 4 TO SUBPART FFFF OF PART 63—EMIS-
SION LIMITS FOR STORAGE TANKS

TABLE 5 TO SUBPART FFFF OF PART 63—EMIS-
SION LIMITS AND WORK PRACTICE STAND-
ARDS FOR TRANSFER RACKS

TABLE 6 TO SUBPART FFFF OF PART 63—RE-
QUIREMENTS FOR EQUIPMENT LEAKS

TABLE 7 TO SUBPART FFFF OF PART 63—RE-
QUIREMENTS FOR WASTEWATER STREAMS
AND LIQUID STREAMS IN OPEN SYSTEMS
WITHIN AN MCPU

TABLE 8 TO SUBPART FFFF OF PART 63—PAR-
TIALLY SOLUBLE HAZARDOUS AIR POLLUT-
ANTS
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TABLE 9 TO SUBPART FFFF OF PART 63—
SOLUBLE HAZARDOUS AIR POLLUTANTS
TABLE 10 TO SUBPART FFFF OF PART 63—RE-
QUIREMENTS FOR HEAT EXCHANGE SYS-
TEMS

TABLE 11 To SUBPART FFFF OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 12 TO SUBPART FFFF OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS
(SUBPART A) TO SUBPART FFFF

Subpart GGGG—National Emission Stand-
ards for Hazardous Air Pollutants: Sol-
vent Extraction for Vegetable Oil Pro-
duction

WHAT THIS SUBPART COVERS

63.2830 What is the purpose of this subpart?

63.2831 Where can I find definitions of key
words used in this subpart?

63.2832 Am I subject to this subpart?

63.2833 Is my source categorized as existing
or new?

63.2834 When do I have to comply with the
standards in this subpart?

STANDARDS

63.2840 What emission requirements must I
meet?

COMPLIANCE REQUIREMENTS

63.2850 How do I comply with the hazardous
air pollutant emission standards?

63.2851 What is a plan for demonstrating
compliance?

63.2852 What is a startup,
malfunction plan?

63.2853 How do I determine the actual sol-
vent loss?

63.28564 How do I determine the weighted av-
erage volume fraction of HAP in the ac-
tual solvent loss?

63.2856 How do I determine the quantity of
oilseed processed?

shutdown, and

NOTIFICATIONS, REPORTS, AND RECORDS

63.2860 What notifications must I submit
and when?

63.2861 What reports must I submit and
when?

63.2862 What records must I keep?

63.2863 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.2870 What parts of the General Provisions
apply to me?

63.2871 Who implements and enforces this
subpart?
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63.2872 What definitions apply to this sub-
part?

Subpart HHHH—National Emission Stand-
ards for Hazardous Air Pollutants for
Wet-Formed Fiberglass Mat Production

WHAT THIS SUBPART COVERS

63.2980 What is the purpose of this subpart?
63.2981 Does this subpart apply to me?
63.2982 What parts of my plant does this

subpart cover?

EMISSION LIMITATIONS

63.2983 What emission limits must I meet?

63.2984 What operating limits must I meet?

63.2985 When do I have to comply with these
standards?

63.2986 How do I comply with the standards?

OPERATION, MAINTENANCE, AND MONITORING
PLAN

63.2987 What must my operation, mainte-
nance, and monitoring (OMM) plan in-
clude?

63.2988 [Reserved]

63.2989 How do I change my (OMM) plan?

63.2990 Can I conduct short-term experi-
mental production runs that cause pa-
rameters to deviate from operating lim-
its?

TESTING AND INITIAL COMPLIANCE

REQUIREMENTS
63.2991 When must I conduct performance
tests?
63.2992 How do I conduct a performance
test?

63.2993 What test methods must I use in
conducting performance tests?

63.2994 How do I verify the performance of
monitoring equipment?

63.2995 What equations must I use to deter-
mine compliance?

MONITORING REQUIREMENTS

63.2996 What must I monitor?
63.2997 What are the requirements for moni-
toring devices?

NOTIFICATIONS, REPORTS, AND RECORDS

63.2998 What records must I maintain?

63.2999 In what form and for how long must
I maintain records?

63.3000 What notifications and reports must
I submit?

OTHER REQUIREMENTS AND INFORMATION

63.3001 What sections of the general provi-
sions apply to me?

63.3002 Who implements and enforces this
subpart?

63.3003 Incorporation by reference.

63.3004 What definitions apply to this sub-
part?
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63.3005-63.3079 [Reserved]

TABLE 1 TO SUBPART HHHH OF PART 63—MIN-
IMUM REQUIREMENTS FOR MONITORING AND
RECORDKEEPING

TABLE 2 TO SUBPART HHHH OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS (40
CFR PART 63, SUBPART A) TO SUBPART
HHHH

APPENDIX A TO SUBPART HHHH OF PART 63—
METHOD FOR DETERMINING FREE-FORM-
ALDEHYDE IN UREA-FORMALDEHYDE RES-
INS BY SODIUM SULFITE (ICED & COOLED)

APPENDIX B TO SUBPART HHHH OF PART 63—
METHOD FOR THE DETERMINATION OF
L0SS-ON-IGNITION

Subpart llll—National Emission Standards
for Hazardous Air Pollutants: Surface
Coating of Automobiles and Light-Duty
Trucks

WHAT THIS SUBPART COVERS

63.3080 What is the purpose of this subpart?

63.3081 Am I subject to this subpart?

63.3082 What parts of my plant does this
subpart cover?

63.3083 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.3090 What emission limits must I meet
for a new or reconstructed affected
source?

63.3091 What emission limits must I meet
for an existing affected source?

63.3092 How must I control emissions from
my electrodeposition primer system if I
want to comply with the combined prim-
er-surfacer, topcoat, final repair, glass
bonding primer, and glass bonding adhe-
sive emission 1limit?

63.3093 What operating limits must I meet?

63.3094 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.3100 What are my general requirements
for complying with this subpart?

63.3101 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.3110 What notifications must I submit?

63.3120 What reports must I submit?

63.3130 What records must I keep?

63.3131 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR ADHESIVE,
SEALER, AND DEADENER

63.3150 By what date must I conduct the ini-
tial compliance demonstration?

63.31561 How do I demonstrate initial compli-
ance with the emission limitations?
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63.3152 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE COM-
BINED ELECTRODEPOSITION PRIMER, PRIMER-
SURFACER, TOPCOAT, FINAL REPAIR, GLASS
BONDING PRIMER, AND GLASS BONDING AD-
HESIVE EMISSION LIMITATIONS

63.3160 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.3161 How do I demonstrate initial compli-
ance?

63.3162 [Reserved]

63.3163 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.3164 What are the general requirements
for performance tests?

63.3166 How do I determine the emission
capture system efficiency?

63.3166 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.3167 How do I establish the add-on con-
trol device operating limits during the
performance test?

63.3168 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

63.3169 What are the requirements for a cap-
ture system or add-on control device
which is not taken into account when
demonstrating compliance with the ap-
plicable emission limitations?

COMPLIANCE REQUIREMENTS FOR THE COM-
BINED PRIMER-SURFACER, TOPCOAT, FINAL
REPAIR, GLASS BONDING PRIMER, AND GLASS
BONDING ADHESIVE EMISSION LIMITATIONS
AND THE SEPARATE ELECTRODEPOSITION
PRIMER EMISSION LIMITATIONS

63.3170 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.3171 How do I demonstrate initial compli-
ance?

63.3172 [Reserved]

63.3173 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.3174 What are the requirements for a cap-
ture system or add-on control device
which is not taken into account when
demonstrating compliance with the ap-
plicable emission limitations?

OTHER REQUIREMENTS AND INFORMATION

63.3175 Who implements and enforces this
subpart?

63.3176 What definitions apply to this sub-
part?
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TABLES TO SUBPART IIII OF PART 63

TABLE 1 TO SUBPART IIII OF PART 63. OPER-
ATING LIMITS FOR CAPTURE SYSTEMS AND
ADD-ON CONTROL DEVICES

TABLE 2 TO SUBPART IIII OF PART 63. APPLI-
CABILITY OF GENERAL PROVISIONS TO SUB-
PART IIII OF PART 63

TABLE 3 TO SUBPART IIII OF PART 63. DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 4 TO SUBPART IIII OF PART 63. DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

APPENDIX A TO SUBPART IIII OF PART 63—DE-
TERMINATION OF CAPTURE EFFICIENCY OF
AUTOMOBILE AND LIGHT-DUTY TRUCK
SPRAY BOOTH EMISSIONS FROM SOLVENT-
BORNE COATINGS USING PANEL TESTING

Subpart JJJJ—National Emission Standards
for Hazardous Air Pollutants: Paper and
Other Web Coating

WHAT THIS SUBPART COVERS

63.3280 What is in this subpart?

63.3290 Does this subpart apply to me?

63.3300 Which of my emission sources are af-
fected by this subpart?

63.3310 What definitions are used in this
subpart?

EMISSION STANDARDS AND COMPLIANCE DATES

63.3320 What emission standards must I
meet?

63.3321 What operating limits must I meet?

63.3330 When must I comply?

GENERAL REQUIREMENTS FOR COMPLIANCE
WITH THE EMISSION STANDARDS AND FOR
MONITORING AND PERFORMANCE TESTS

63.3340 What general requirements must I
meet to comply with the standards?

63.3350 If I use a control device to comply
with the emission standards what moni-
toring must I do?

63.3360 What performance tests must I con-
duct?

REQUIREMENTS FOR SHOWING COMPLIANCE
63.3370 How do I demonstrate compliance
with the emission standards?
NOTIFICATIONS, REPORTS, AND RECORDS

63.3400 What notifications and reports must
I submit?
63.3410 What records must I keep?

DELEGATION OF AUTHORITY
63.3420 What authorities may be delegated
to the States?

TABLE 1 TO SUBPART JJJJ OF PART 63—OPER-
ATING LIMITS IF USING ADD-ON CONTROL
DEVICES AND CAPTURE SYSTEM
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TABLE 2 TO SUBPART JJJJ OF PART 63—AP-
PLICABILITY OF 40 CFR PART 63 GENERAL
PROVISIONS TO SUBPART JJJJ

Subpart KKKK—National Emission Stand-
ards for Hazardous Air Pollutants: Sur-
face Coating of Metal Cans

WHAT THIS SUBPART COVERS

63.3480 What is the purpose of this subpart?

63.3481 Am I subject to this subpart?

63.3482 What parts of my plant does this
subpart cover?

63.3483 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.3490 What emission limits must I meet?

63.3491 What are my options for meeting the
emission limits?

63.3492 What operating limits must I meet?

63.3493 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.3500 What are my general requirements
for complying with this subpart?

63.3501 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.3510 What notifications must I submit?

63.3511 What reports must I submit?

63.3512 What records must I keep?

63.3513 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.3520 By what date must I conduct the ini-
tial compliance demonstration?

63.3521 How do I demonstrate initial compli-
ance with the emission limitations?

63.3522 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.3530 By what date must I conduct the ini-
tial compliance demonstration?

63.3531 How do I demonstrate initial compli-
ance with the emission limitations?

63.35632 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.3540 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.3541 How do I demonstrate initial compli-
ance?
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63.3542 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.3543 What are the general requirements
for performance tests?

63.35644 How do I determine the emission
capture system efficiency?

63.3545 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.3546 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.3547 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

COMPLIANCE REQUIREMENTS FOR THE CONTROL
EFFICIENCY/OUTLET CONCENTRATION OPTION

63.3550 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.3561 How do I demonstrate initial compli-
ance?

63.3562 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.35563 What are the general requirements
for performance tests?

63.356564 How do I determine the emission
capture system efficiency?

63.3565 How do I determine the outlet THC
emissions and add-on control device
emission destruction or removal effi-
ciency?

63.3556 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.3557 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

OTHER REQUIREMENTS AND INFORMATION

63.3560 Who implements and enforces this
subpart?

63.3561 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART KKKK OF PART 63—
EMISSION LIMITS FOR NEW OR RECON-
STRUCTED AFFECTED SOURCES

TABLE 2 TO SUBPART KKKK OF PART 63—
EMISSION LIMITS FOR EXISTING AFFECTED
SOURCES

TABLE 3 TO SUBPART KKKK OF PART 63—
EMISSION LIMITS FOR AFFECTED SOURCES
USING THE CONTROL EFFICIENCY/OUTLET
CONCENTRATION COMPLIANCE OPTION

TABLE 4 TO SUBPART KKKK OF PART 63—OP-
ERATING LIMITS IF USING THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION OR
THE CONTROL EFFICIENCY/OUTLET CON-
CENTRATION COMPLIANCE OPTION
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TABLE 5 TO SUBPART KKKK OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART KKKK

TABLE 6 TO SUBPART KKKK OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 7 TO SUBPART KKKK OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

Subpart MMMM—National Emission Stand-
ards for Hazardous Air Pollutants for
Surface Coating of Miscellaneous
Metal Parts and Products

WHAT THIS SUBPART COVERS

63.3880 What is the purpose of this subpart?

63.3881 Am I subject to this subpart?

63.3882 What parts of my plant does this
subpart cover?

63.3883 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.3890 What emission limits must I meet?

63.3891 What are my options for meeting the
emission limits?

63.3892 What operating limits must I meet?

63.3893 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.3900 What are my general requirements
for complying with this subpart?

63.3901 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.3910 What notifications must I submit?

63.3920 What reports must I submit?

63.3930 What records must I keep?

63.3931 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.3940 By what date must I conduct the ini-
tial compliance demonstration?

63.3941 How do I demonstrate initial compli-
ance with the emission limitations?

63.3942 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.3950 By what date must I conduct the ini-
tial compliance demonstration?

63.3951 How do I demonstrate initial compli-
ance with the emission limitations?

63.3952 How do I demonstrate continuous
compliance with the emission limita-
tions?
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COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.3960 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.3961 How do I demonstrate initial compli-
ance?

63.3962 [Reserved]

63.3963 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.3964 What are the general requirements
for performance tests?

63.3965 How do I determine the emission
capture system efficiency?

63.3966 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.3967 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.3968 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

OTHER REQUIREMENTS AND INFORMATION

63.3980 Who implements and enforces this
subpart?

63.3981 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART MMMM OF PART 63—OP-
ERATING LIMITS IF USING THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

TABLE 2 TO SUBPART MMMM OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART MMMM OF PART 63

TABLE 3 TO SUBPART MMMM OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 4 TO SUBPART MMMM OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

APPENDIX A TO SUBPART MMMM OF PART
63—ALTERNATIVE CAPTURE EFFICIENCY
AND DESTRUCTION EFFICIENCY MEASURE-
MENT AND CAPTURE EFFICIENCY MONI-
TORING PROCEDURES FOR MAGNET WIRE
COATING OPERATIONS

Subpart NNNN—National Emission Stand-
ards for Hazardous Air Pollutants: Sur-
face Coating of Large Appliances

WHAT THIS SUBPART COVERS

63.4080 What is the purpose of this subpart?

63.4081 Am I subject to this subpart?

63.4082 What parts of my plant does this
subpart cover?

63.4083 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.4090 What emission limits must I meet?
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63.4091 What are my options for meeting the
emission limits?

63.4092 What operating limits must I meet?

63.4093 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.4100 What are my general requirements
for complying with this subpart?

63.4101 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.4110 What notifications must I submit?

63.4120 What reports must I submit?

63.4130 What records must I keep?

63.4131 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.4140 By what date must I conduct the ini-
tial compliance demonstration?

63.4141 How do I demonstrate initial compli-
ance with the emission limitations?

63.4142 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.4150 By what date must I conduct the ini-
tial compliance demonstration?

63.4151 How do I demonstrate initial compli-
ance with the emission limitations?

63.4152 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.4160 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4161 How do I demonstrate initial compli-
ance?

63.4162 [Reserved]

63.4163 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.4164 What are the general requirements
for performance tests?

63.4166 How do I determine the emission
capture system efficiency?

63.4166 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.4167 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.4168 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?
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OTHER REQUIREMENTS AND INFORMATION

63.4180 Who implements and enforces this
subpart?

63.4181 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART NNNN OF PART 63—OP-
ERATING LIMITS IF USING THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

TABLE 2 TO SUBPART NNNN OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART NNNN

TABLE 3 TO SUBPART NNNN OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 4 TO SUBPART NNNN OF PART 63—DE-
FAULT ORGANIC MASS FRACTION FOR PE-
TROLEUM SOLVENT GROUPS

Subpart OOOO—National Emission Stand-
ards for Hazardous Air Pollutants: Print-
ing, Coating, and Dyeing of Fabrics
and Other Textiles

WHAT THIS SUBPART COVERS

63.4280 What is the purpose of this subpart?

63.4281 Am I subject to this subpart?

63.4282 What parts of my plant does this
subpart cover?

63.4283 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.4290 What emission limits must I meet?

63.4291 What are my options for meeting the
emission limits?

63.4292 What operating limits must I meet?

63.4293 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS
63.4300 What are my general requirements
for complying with this subpart?
63.4301 What parts of the General Provisions
apply to me?
NOTIFICATIONS, REPORTS, AND RECORDS

63.4310
63.4311

What notifications must I submit?

What reports must I submit?

63.4312 What records must I keep?

63.4313 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.4320 By what date must I conduct the ini-
tial compliance demonstration?

63.4321 How do I demonstrate initial compli-
ance with the emission limitations?

63.4322 How do I demonstrate continuous
compliance with the emission limita-
tions?
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COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.4330 By what date must I conduct the ini-
tial compliance demonstration?

63.4331 How do I demonstrate initial compli-
ance with the emission limitations?

63.4332 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.4340 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4341 How do I demonstrate initial compli-
ance?

63.4342 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE ORGANIC
HAP OVERALL CONTROL EFFICIENCY AND
OXIDIZER OUTLET ORGANIC HAP CoON-
CENTRATION OPTIONS

63.4350 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4351 How do I demonstrate initial compli-
ance?

63.4352 How do I demonstrate continuous
compliance with the emission limita-
tions?

PERFORMANCE TESTING AND MONITORING
REQUIREMENTS

63.4360 What are the general requirements
for performance tests?

63.4361 How do I determine the emission
capture system efficiency?

63.4362 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.4363 How do I establish the add-on con-
trol device operating limits during the
performance test?

63.4364 What are the requirements for CPMS
installation, operation, and mainte-
nance?

OTHER REQUIREMENTS AND INFORMATION

63.4370 Who implements and enforces this
subpart?

63.4371 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART OOOO OF PART 63—EMIS-
SION LIMITS FOR NEW OR RECONSTRUCTED
AND EXISTING AFFECTED SOURCES IN THE
PRINTING, COATING, AND DYEING OF FAB-
RICS AND OTHER TEXTILES SOURCE CAT-
EGORY

TABLE 2 TO SUBPART OOOO OF PART 63—OP-
ERATING LIMITS IF USING ADD-ON CON-
TROL DEVICES AND CAPTURE SYSTEM
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TABLE 3 TO SUBPART OOOO OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART OO0O0O

TABLE 4 TO SUBPART OOOO OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 5 TO SUBPART OOOO OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

Subpart PPPP—National Emission Standards
for Hazardous Air Pollutants for Surface
Coating of Plastic Parts and Products

WHAT THIS SUBPART COVERS

63.4480 What is the purpose of this subpart?

63.4481 Am I subject to this subpart?

63.4482 What parts of my plant does this
subpart cover?

63.4483 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.4490 What emission limits must I meet?

63.4491 What are my options for meeting the
emission limits?

63.4492 What operating limits must I meet?

63.4493 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.4500 What are my general requirements
for complying with this subpart?

63.4501 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.4510 What notifications must I submit?

63.4520 What reports must I submit?

63.4530 What records must I keep?

63.4531 In what form and for how long must
I keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.4540 By what date must I conduct the ini-
tial compliance demonstration?

63.4541 How do I demonstrate initial compli-
ance with the emission limitations?

63.4542 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.4550 By what date must I conduct the ini-
tial compliance demonstration?

63.45561 How do I demonstrate initial compli-
ance with the emission limitations?

63.4552 How do I demonstrate continuous
compliance with the emission limita-
tions?
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COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.4560 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4561 How do I demonstrate initial compli-
ance?

63.4562 [Reserved]

63.4563 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.4564 What are the general requirements
for performance tests?

63.4565 How do I determine the emission
capture system efficiency?

63.4566 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.4567 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.4568 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

OTHER REQUIREMENTS AND INFORMATION

63.4580 Who implements and enforces this
subpart?

63.4581 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART PPPP—OPERATING LIM-
ITS IF USING THE EMISSION RATE WITH
ADD-ON CONTROLS OPTION

TABLE 2 TO SUBPART PPPP—APPLICABILITY
OF GENERAL PROVISIONS TO SUBPART
PPPP OF PART 63

TABLE 3 TO SUBPART PPPP—DEFAULT OR-
GANIC HAP MASS FRACTION FOR SOLVENTS
AND SOLVENT BLENDS

TABLE 4 TO SUBPART PPPP—DEFAULT OR-
GANIC HAP MASS FRACTION FOR PETRO-
LEUM SOLVENT GROUPS

APPENDIX A TO SUBPART PPPP—DETERMINA-
TION OF WEIGHT VOLATILE MATTER CON-
TENT AND WEIGHT SOLIDS CONTENT OF RE-
ACTIVE ADHESIVES

Subpart QQ@QQ—National Emission Stand-
ards for Hazardous Air Pollutants: Sur-
face Coating of Wood Building Prod-
ucts

WHAT THIS SUBPART COVERS

63.4680 What is the purpose of this subpart?

63.4681 Am I subject to this subpart?

63.4682 What parts of my plant does this
subpart cover?

63.4683 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.4690 What emission limits must I meet?

63.4691 What are my options for meeting the
emission limits?

63.4692 What operating limits must I meet?
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63.4693 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.4700 What are my general requirements
for complying with this subpart?

63.4701 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.4710 What notifications must I submit?

63.4720 What reports must I submit?

63.4730 What records must I keep?

63.4731 In what form and for how long must
1 keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.4740 By what date must I conduct the ini-
tial compliance demonstration?

63.4741 How do I demonstrate initial compli-
ance with the emission limitations?

63.4742 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.4750 By what date must I conduct the ini-
tial compliance demonstration?

63.4751 How do I demonstrate initial compli-
ance with the emission limitations?

63.4752 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.4760 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4761 How do I demonstrate initial compli-
ance?

63.4762 [Reserved]

63.4763 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.4764 What are the general requirements
for performance tests?

63.4765 How do I determine the emission
capture system efficiency?

63.4766 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.4767 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.4768 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

OTHER REQUIREMENTS AND INFORMATION

63.4780 Who implements and enforces this
subpart?
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63.4781 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART QQQQ OF PART 63—EMIS-
SION LIMITS FOR NEW OR RECONSTRUCTED
AFFECTED SOURCES

TABLE 2 TO SUBPART QQQQ OF PART 63—EMIS-
SION LIMITS FOR EXISTING AFFECTED
SOURCES

TABLE 3 TO SUBPART QQQQ OF PART 63—OP-
ERATING LIMITS IF USING THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

TABLE 4 TO SUBPART QQQQ OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART QQQQ OF PART 63

TABLE 5 TO SUBPART QQQQ OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 6 TO SUBPART QQQQ OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

Subpart RRRR—National Emission Standards
for Hazardous Air Pollutants: Surface
Coating of Metal Furniture

WHAT THIS SUBPART COVERS

63.4880 What is the purpose of this subpart?

63.4881 Am I subject to this subpart?

63.4882 What parts of my plant does this
subpart cover?

63.4883 When do I have to comply with this
subpart?

EMISSION LIMITATIONS

63.4890 What Emission Limits Must I Meet?

63.4891 What are my options for dem-
onstrating compliance with the emission
limits?

63.4892 What operating limits must I meet?

63.4893 What work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.4900 What are my general requirements
for complying with this subpart?

63.4901 What parts of the General Provisions
apply to me?

NOTIFICATIONS, REPORTS, AND RECORDS

63.4910 What notifications must I submit?

63.4920 What reports must I submit?

63.4930 What records must I keep?

63.4931 In what form and for how long must
1 keep my records?

COMPLIANCE REQUIREMENTS FOR THE
COMPLIANT MATERIAL OPTION

63.4940 By what date must I conduct the ini-
tial compliance demonstration?

63.4941 How do I demonstrate initial compli-
ance with the emission limitations?

63.4942 How do I demonstrate continuous
compliance with the emission limita-
tions?
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COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITHOUT ADD-ON CONTROLS OPTION

63.4950 By what date must I conduct the ini-
tial compliance demonstration?

63.4951 How do I demonstrate initial compli-
ance with the emission limitations?

63.4952 How do I demonstrate continuous
compliance with the emission limita-
tions?

COMPLIANCE REQUIREMENTS FOR THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

63.4960 By what date must I conduct per-
formance tests and other initial compli-
ance demonstrations?

63.4961 How do I demonstrate initial compli-
ance?

63.4962 How do I demonstrate continuous
compliance with the emission limita-
tions?

63.4963 What are the general requirements
for performance tests?

63.4964 How do I determine the emission
capture system efficiency?

63.4965 How do I determine the add-on con-
trol device emission destruction or re-
moval efficiency?

63.4966 How do I establish the emission cap-
ture system and add-on control device
operating limits during the performance
test?

63.4967 What are the requirements for con-
tinuous parameter monitoring system in-
stallation, operation, and maintenance?

OTHER REQUIREMENTS AND INFORMATION

63.4980 Who implements and enforces this
subpart?

63.4981 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART RRRR OF PART 63—OP-
ERATING LIMITS IF USING THE EMISSION
RATE WITH ADD-ON CONTROLS OPTION

TABLE 2 TO SUBPART RRRR OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART RRRR

TABLE 3 TO SUBPART RRRR OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
SOLVENTS AND SOLVENT BLENDS

TABLE 4 TO SUBPART RRRR OF PART 63—DE-
FAULT ORGANIC HAP MASS FRACTION FOR
PETROLEUM SOLVENT GROUPS

Subpart $§SS—National Emission Standards
for Hazardous Air Pollutants: Surface
Coating of Metal Coil

WHAT THIS SUBPART COVERS

63.5080 What is in this subpart?

63.5090 Does this subpart apply to me?

63.56100 Which of my emissions sources are
affected by this subpart?

63.56110 What special definitions are used in
this subpart?
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EMISSION STANDARDS AND COMPLIANCE DATES

63.56120 What emission standards must I
meet?

63.5121 What operating limits must I meet?

63.5130 When must I comply?

GENERAL REQUIREMENTS FOR COMPLIANCE
WITH THE EMISSION STANDARDS AND FOR
MONITORING AND PERFORMANCE TESTS

63.56140 What general requirements must I
meet to comply with the standards?

63.56150 If I use a control device to comply
with the emission standards, what moni-
toring must I do?

63.56160 What performance tests must I com-
plete?

REQUIREMENTS FOR SHOWING COMPLIANCE

63.5170 How do I demonstrate compliance
with the standards?

REPORTING AND RECORDKEEPING

63.56180 What reports must I submit?
63.56190 What records must I maintain?

DELEGATION OF AUTHORITY

63.56200 What authorities may be delegated
to the States?
63.5201-63.5209 [Reserved]

TABLE 1 TO SUBPART SSSS OF PART 63—OPER-
ATING LIMITS IF USING ADD-ON CONTROL
DEVICES AND CAPTURE SYSTEM

TABLE 2 TO SUBPART SSSS OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART SSSS

Subpart TITT—National Emission Standards
for Hazardous Air Pollutants for Leather
Finishing Operations

WHAT THIS SUBPART COVERS

63.56280 What is the purpose of this subpart?

63.5285 Am I subject to this subpart?

63.56290 What parts of my facility does this
subpart cover?

63.5295 When do I have to comply with this

subpart?
STANDARDS
63.5306 What emission standards must I
meet?

COMPLIANCE REQUIREMENTS

63.56320 How does my affected major source
comply with the HAP emission stand-
ards?

63.5326 What is a plan for demonstrating
compliance and when must I have one in
place?

63.5330 How do I determine the compliance
ratio?

63.56335 How do I determine the actual HAP
loss?
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63.5340 How do I determine the allowable
HAP loss?

63.56345 How do I distinguish between the
two upholstery product process oper-
ations?

63.6350 How do I distinguish between the
water-resistant/specialty and nonwater-
resistant leather product process oper-
ations?

63.56356 How do I monitor and collect data to
demonstrate continuous compliance?
63.5360 How do I demonstrate continuous

compliance with the emission standards?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.5375 When must I conduct a performance
test or initial compliance demonstra-
tion?

63.56380 How do I conduct performance tests?

63.56385 How do I measure the quantity of
finish applied to the leather?

63.5390 How do I measure the HAP content
of a finish?

63.5395 How do I measure the density of a
finish?

63.56400 How do I measure the quantity of
leather processed?

NOTIFICATIONS, REPORTS, AND RECORDS

63.5415 What notifications must I submit
and when?

63.56420 What reports must I submit and
when?

63.56426 When must I start recordkeeping to
determine my compliance ratio?

63.56430 What records must I keep?

63.56435 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.56450 What parts of the General Provisions
apply to me?

63.564556 Who administers this subpart?

63.56460 What definitions apply to this sub-
part?

FIGURE 1 TO SUBPART TTTT OF PART 63—EX-
AMPLE LOGS FOR RECORDING LEATHER
FINISH USE AND HAP CONTENT

TABLE 1 TO SUBPART TTTT OF PART 63—
LEATHER FINISHING HAP EMISSION LIMITS
FOR DETERMINING THE ALLOWABLE HAP
Loss

TABLE 2 TO SUBPART TTTT OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART TTTT

Subpart UUUU—National Emission Stand-
ards for Hazardous Air Pollutants for
Cellulose Products Manufacturing

WHAT THIS SUBPART COVERS

63.56480 What is the purpose of this subpart?
63.56485 Am I subject to this subpart?
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63.56490 What parts of my plant does this
subpart cover?

63.5495 When do I have to comply with this
subpart?

EMISSION LIMITS, OPERATING LIMITS, AND
WORK PRACTICE STANDARDS

63.5506 What emission limits, operating lim-
its, and work practice standards must I
meet?

GENERAL COMPLIANCE REQUIREMENTS

63.5616 What are my general requirements
for complying with this subpart?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.5530 How do I demonstrate initial compli-
ance with the emission limits and work
practice standards?

63.5636 What performance tests and other
procedures must I use?

63.565640 By what date must I conduct a per-
formance test or other initial compliance
demonstration?

63.5545 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.5666 How do I demonstrate continuous
compliance with the emission limits, op-
erating limits, and work practice stand-
ards?

63.5560 How do I monitor and collect data to
demonstrate continuous compliance?

NOTIFICATIONS, REPORTS, AND RECORDS

63.5575 What notifications must I submit
and when?

63.5680 What reports must I submit and
when?

63.5685 What records must I keep?

63.56590 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.5595 What compliance options do I have if
part of my affected source is subject to
both this subpart and another subpart?

63.5600 What other requirements apply to

me?

63.5606 Who implements and enforces this
subpart?

63.5610 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART UUUU OF PART 63—
EMISSION LIMITS AND WORK PRACTICE
STANDARDS

TABLE 2 TO SUBPART UUUU OF PART 63—OP-
ERATING LIMITS

TABLE 3 TO SUBPART UUUU OF PART 63—INI-
TIAL COMPLIANCE WITH EMISSION LIMITS
AND WORK PRACTICE STANDARDS
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TABLE 4 TO SUBPART UUUU OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS
TABLE 5 TO SUBPART UUUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH EMISSION LIM-
ITS AND WORK PRACTICE STANDARDS

TABLE 6 TO SUBPART UUUU OF PART 63—CON-
TINUOUS COMPLIANCE WITH OPERATING
LiMITS

TABLE 7 TO SUBPART UUUU OF PART 63—RE-
QUIREMENTS FOR NOTIFICATIONS

TABLE 8 TO SUBPART UUUU OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 9 TO SUBPART UUUU OF PART 63—RE-
QUIREMENTS FOR RECORDKEEPING

TABLE 10 TO SUBPART UUUU OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
SUBPART UUUU

Subpart VVVV—National Emission Stand-
ards for Hazardous Air Pollutants for
Boat Manufacturing

WHAT THE SUBPART COVERS

63.5680 What is the purpose of this subpart?

63.5683 Does this subpart apply to me?

63.5686 How do I demonstrate that my facil-
ity is not a major source?

63.5689 What parts of my facility are cov-
ered by this subpart?

63.5692 How do I know if my boat manufac-
turing facility is a new source or an ex-
isting source?

63.5695 When must I comply with this sub-
part?

STANDARDS FOR OPEN MOLDING RESIN AND
GEL COAT OPERATIONS

63.5698 What emission limit must I meet for
open molding resin and gel coat oper-
ations?

63.5701 What are my options for complying
with the open molding emission limit?
63.5704 What are the general requirements
for complying with the open molding

emission 1limit?

63.5707 What is an implementation plan for
open molding operations and when do I
need to prepare one?

63.5710 How do I demonstrate compliance
using emissions averaging?

63.5713 How do I demonstrate compliance
using compliant materials?

63.5714 How do I demonstrate compliance if
I use filled resins?

DEMONSTRATING COMPLIANCE FOR OPEN MOLD-
ING OPERATIONS CONTROLLED BY ADD-ON
CONTROL DEVICES

63.57156 What operating limits must I meet?

63.5716 When must I conduct a performance
test?

63.5719 How do I conduct a performance
test?

63.5722 How do I use the performance test
data to demonstrate initial compliance?
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63.5726 What are the requirements for moni-
toring and demonstrating continuous
compliance?

STANDARDS FOR CLOSED MOLDING RESIN
OPERATIONS

63.5728 What standards must I meet for
closed molding resin operations?

STANDARDS FOR RESIN AND GEL COAT MIXING
OPERATIONS

63.5731 What standards must I meet for
resin and gel coat mixing operations?

STANDARDS FOR RESIN AND GEL COAT APPLI-
CATION EQUIPMENT CLEANING OPERATIONS

63.573¢ What standards must I meet for
resin and gel coat application equipment
cleaning operations?

63.5737 How do I demonstrate compliance
with the resin and gel coat application
equipment cleaning standards?

STANDARDS FOR CARPET AND FABRIC
ADHESIVE OPERATIONS

63.5740 What emission limit must I meet for
carpet and fabric adhesive operations?

STANDARDS FOR ALUMINUM RECREATIONAL
BOAT SURFACE COATING OPERATIONS

63.5743 What standards must I meet for alu-
minum recreational boat surface coating
operations?

63.5746 How do I demonstrate compliance
with the emission limits for aluminum
wipedown solvents and aluminum coat-
ings?

63.5749 How do I calculate the organic HAP
content of aluminum wipedown solvents?

63.5752 How do I calculate the organic HAP
content of aluminum recreational boat
surface coatings?

63.5763 How do I calculate the combined or-
ganic HAP content of aluminum
wipedown solvents and aluminum rec-
reational boat surface coatings?

63.5756 How do I demonstrate compliance
with the aluminum recreational boat
surface coating spray gun cleaning work
practice standards?

METHODS FOR DETERMINING HAZARDOUS AIR
POLLUTANT CONTENT

63.5758 How do I determine the organic HAP
content of materials?

NOTIFICATIONS, REPORTS, AND RECORDS

63.5761 What notifications must I submit
and when?

63.5764 What reports must I submit and
when?

63.5767 What records must I keep?

63.5770 In what form and for how long must
I keep my records?
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OTHER INFORMATION YOU NEED T0O KNOW
63.5773 What parts of the General Provisions
apply to me?
63.5776 Who implements and enforces this

subpart?
DEFINITIONS
63.5779 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART VVVV OF PART 63—COM-
PLIANCE DATES FOR NEW AND EXISTING
BOAT MANUFACTURING FACILITIES

TABLE 2 TO SUBPART VVVV OF PART 63—AL-
TERNATIVE HAP CONTENT REQUIREMENTS
FOR OPEN MOLDING RESIN AND GEL COAT
OPERATIONS

TABLE 3 TO SUBPART VVVV OF PART 63—
MACT MODEL POINT VALUE FORMULAS
FOR OPEN MOLDING OPERATIONS

TABLE 4 TO SUBPART VVVV OF PART 63—OP-
ERATING LIMITS IF USING AN ADD-ON CON-
TROL DEVICE FOR OPEN MOLDING OPER-
ATIONS

TABLE 5 TO SUBPART VVVV OF PART 63—DE-
FAULT ORGANIC HAP CONTENTS OF SOL-
VENTS AND SOLVENT BLENDS

TABLE 6 TO SUBPART VVVV OF PART 63—DE-
FAULT ORGANIC HAP CONTENTS OF PETRO-
LEUM SOLVENT GROUPS

TABLE 7 TO SUBPART VVVV OF PART 63—AP-
PLICABILITY AND TIMING OF NOTIFICATIONS

TABLE 8 TO SUBPART VVVV OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS (40
CFR PART 63, SUBPART A) TO SUBPART
VAAAY

Subpart WWWW—National Emissions
Standards for Hazardous Air Pollutants:
Reinforced Plastic Composites Produc-
tion

WHAT THIS SUBPART COVERS

63.5780 What is the purpose of this subpart?

63.5785 Am I subject to this subpart?

63.5787 What if I also manufacture fiberglass
boats or boat parts?

63.5790 What parts of my plant does this
subpart cover?

63.5795 How do I know if my reinforced plas-
tic composites production facility is a
new affected source or an existing af-
fected source?

CALCULATING ORGANIC HAP EMISSIONS FAC-
TORS FOR OPEN MOLDING AND CENTRIFUGAL
CASTING

63.5796 What are the organic HAP emissions
factor equations in Table 1 to this sub-
part and how are they used in this sub-
part?

63.5797 How do I determine the organic HAP
content of my resins and gel coats?

63.5798 What if I want to use, or I manufac-
ture, an application technology (new or
existing) whose organic HAP emissions
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characteristics are not represented by
the equations in Table 1 to this subpart?

63.5799 How do I calculate my facility’s or-
ganic HAP emissions on a tpy basis for
purposes of determining which para-
graphs of §63.5805 apply?

COMPLIANCE DATES AND STANDARDS

63.5800 When do I have to comply with this
subpart?

63.5806 What standards must I meet to com-
ply with this subpart?

OPTIONS FOR MEETING STANDARDS

63.56810 What are my options for meeting the
standards for open molding and cen-
trifugal casting operations at new and
existing sources?

63.56820 What are my options for meeting the
standards for continuous lamination/
casting operations?

63.56830 What are my options for meeting the
standards for pultrusion operations sub-
ject to the 60 weight percent organic
HAP emissions reductions requirement?

GENERAL COMPLIANCE REQUIREMENTS

63.5836 What are my general requirements
for complying with this subpart?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.56840 By what date must I conduct a per-
formance test or other initial compliance
demonstration?

63.5845 When must I conduct subsequent
performance tests?

63.56850 How do I conduct performance tests,
performance evaluations, and design
evaluations?

63.5856 What are my monitor installation
and operation requirements?

63.5860 How do I demonstrate initial compli-
ance with the standards?

EMISSIONS FACTOR, PERCENT REDUCTION, AND
CAPTURE EFFICIENCY CALCULATION PROCE-
DURES FOR CONTINUOUS LAMINATION/CAST-
ING OPERATIONS

63.58656 What data must I generate to dem-
onstrate compliance with the standards
for continuous lamination/casting oper-
ations?

63.5870 How do I calculate annual uncon-
trolled and controlled organic HAP emis-
sions from my wet-out area(s) and from
my oven(s) for continuous lamination/
casting operations?

63.5875 How do I determine the capture effi-
ciency of the enclosure on my wet-out
area and the capture efficiency of my
oven(s) for continuous lamination/cast-
ing operations?

63.5880 How do I determine how much neat
resin plus is applied to the line and how
much neat gel coat plus is applied to the
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line for continuous lamination/casting
operations?

63.56885 How do I calculate percent reduction
to demonstrate compliance for contin-
uous lamination/casting operations?

63.56890 How do I calculate an organic HAP
emissions factor to demonstrate compli-
ance for continuous lamination/casting
operations?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.5895 How do I monitor and collect data to
demonstrate continuous compliance?
63.5900 How do I demonstrate continuous

compliance with the standards?

NOTIFICATIONS, REPORTS, AND RECORDS

63.5906 What notifications must I submit
and when?

63.5910 What reports must I submit and
when?

63.59156 What records must I keep?

63.5920 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.59256 What parts of the General Provisions
apply to me?

63.5930 Who implements and enforces this
subpart?

63.5935 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART WWWW OF PART 63—
EQUATIONS T0O CALCULATE ORGANIC HAP
EMISSIONS FACTORS FOR SPECIFIC OPEN
MOLDING AND CENTRIFUGAL CASTING
PROCESS STREAMS

TABLE 2 TO SUBPART WWWW OF PART 63—
COMPLIANCE DATES FOR NEW AND EXIST-
ING REINFORCED PLASTIC COMPOSITES FA-
CILITIES

TABLE 3 TO SUBPART WWWW OF PART 63—OR-
GANIC HAP EMISSIONS LIMITS FOR EXIST-
ING OPEN MOLDING SOURCES, NEW OPEN
MOLDING SOURCES EMITTING LESS THAN
100 TPY or HAP, AND NEW AND EXISTING
CENTRIFUGAL CASTING AND CONTINUOUS
LAMINATION/CASTING SOURCES THAT EMIT
LESS THAN 100 TPY oF HAP

TABLE 4 TO SUBPART WWWW OF PART 63—
WORK PRACTICE STANDARDS

TABLE 5 TO SUBPART WWWW OF PART 63—AL-
TERNATIVE ORGANIC HAP EMISSIONS LIM-
ITS FOR OPEN MOLDING, CENTRIFUGAL
CASTING, AND SMC MANUFACTURING OP-
ERATIONS WHERE THE STANDARDS ARE
BASED ON A 95 PERCENT REDUCTION RE-
QUIREMENT

TABLE 6 TO SUBPART WWWW OF PART 63—
BASIC REQUIREMENTS FOR PERFORMANCE
TESTS, PERFORMANCE EVALUATIONS, AND
DESIGN EVALUATIONS FOR NEW AND EXIST-
ING SOURCES USING ADD-ON CONTROL DE-
VICES

TABLE 7 TO SUBPART WWWW OF PART 63—OP-
TIONS ALLOWING USE OF THE SAME RESIN
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ACROSS DIFFERENT OPERATIONS THAT USE
THE SAME RESIN TYPE

TABLE 8 TO SUBPART WWWW OF PART 63—INI-
TIAL COMPLIANCE WITH ORGANIC HAP
EMISSIONS LIMITS

TABLE 9 TO SUBPART WWWW OF PART 63—INI-
TIAL COMPLIANCE WITH WORK PRACTICE
STANDARDS.

TABLE 10 TO SUBPART WWWW OF PART 63—
DATA REQUIREMENTS FOR NEW AND EXIST-
ING CONTINUOUS LAMINATION LINES AND
CONTINUOUS CASTING LINES COMPLYING
WITH A PERCENT REDUCTION LIMIT ON A
PER LINE BASIS

TABLE 11 TO SUBPART WWWW OF PART 63—
DATA REQUIREMENTS FOR NEW AND EXIST-
ING CONTINUOUS LAMINATION AND CONTIN-
UOUS CASTING LINES COMPLYING WITH A
PERCENT REDUCTION LIMIT OR A LBS/TON
LIMIT ON AN AVERAGING BASIS

TABLE 12 TO SUBPART WWWW OF PART 63—
DATA REQUIREMENTS FOR NEW AND EXIST-
ING CONTINUOUS LAMINATION LINES AND
CONTINUOUS CASTING LINES COMPLYING
WITH A LBS/TON ORGANIC HAP EMISSIONS
LIMIT ON A PER LINE BASIS

TABLE 13 TO SUBPART WWWW OF PART 63—
APPLICABILITY AND TIMING OF NOTIFICA-
TIONS

TABLE 14 TO SUBPART WWWW OF PART 63—
REQUIREMENTS FOR REPORTS

TABLE 15 TO SUBPART WWWW OF PART 63—
APPLICABILITY OF GENERAL PROVISIONS
(SUBPART A) TO SUBPART WWWW OF
PART 63

APPENDIX A TO SUBPART WWWW OF PART
63—TEST METHOD FOR DETERMINING
VAPOR SUPPRESSANT EFFECTIVENESS

Subpart XXXX—National Emission Stand-
ards for Hazardous Air Pollutants: Rub-
ber Tire Manufacturing

WHAT THIS SUBPART COVERS

63.5980 What is the purpose of this subpart?

63.5981 Am I subject to this subpart?

63.5982 What parts of my facility does this
subpart cover?

63.5983 When do I have to comply with this
subpart?

EMISSION LIMITS FOR TIRE PRODUCTION
AFFECTED SOURCES

63.5984 What emission limits must I meet
for tire production affected sources?

63.5985 What are my alternatives for meet-
ing the emission limits for tire produc-
tion affected sources?

EMISSION LIMITS FOR TIRE CORD PRODUCTION
AFFECTED SOURCES

63.5986 What emission limits must I meet
for tire cord production affected sources?

63.5987 What are my alternatives for meet-
ing the emission limits for tire cord pro-
duction affected sources?
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EMISSION LIMITATIONS FOR PUNCTURE
SEALANT APPLICATION AFFECTED SOURCES

63.5988 What emission limitations must I
meet for puncture sealant application af-
fected sources?

63.5989 What are my alternatives for meet-
ing the emission limitations for puncture
sealant application affected sources?

GENERAL COMPLIANCE REQUIREMENTS

63.5990 What are my general requirements
for complying with this subpart?

GENERAL TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.5991 By what date must I conduct an ini-
tial compliance demonstration or per-
formance test?

63.5992 When must I conduct subsequent
performance tests?

63.5993 What performance tests and other
procedures must I use?

TESTING AND INITIAL COMPLIANCE REQUIRE-
MENTS FOR TIRE PRODUCTION AFFECTED
SOURCES

63.5994 How do I conduct tests and proce-
dures for tire production affected
sources?

63.5995 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

63.5996 How do I demonstrate initial compli-
ance with the emission limits for tire
production affected sources?

TESTING AND INITIAL COMPLIANCE REQUIRE-
MENTS FOR TIRE CORD PRODUCTION AF-
FECTED SOURCES

63.5997 How do I conduct tests and proce-
dures for tire cord production affected
sources?

63.5998 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

63.5999 How do I demonstrate initial compli-
ance with the emission limits for tire
cord production affected sources?

TESTING AND INITIAL COMPLIANCE REQUIRE-
MENTS FOR PUNCTURE SEALANT APPLICATION
AFFECTED SOURCES

63.6000 How do I conduct tests and proce-
dures for puncture sealant application af-
fected sources?

63.6001 What are my monitoring installa-
tion, operation, and maintenance re-
quirements?

63.6002 How do I demonstrate initial compli-
ance with the emission limits for punc-
ture sealant application affected
sources?
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CONTINUOUS COMPLIANCE REQUIREMENTS FOR
TIRE PRODUCTION AFFECTED SOURCES

63.6003 How do I monitor and collect data to
demonstrate continuous compliance with
the emission limits for tire production
affected sources?

63.6004 How do I demonstrate continuous
compliance with the emission limits for
tire production affected sources?

CONTINUOUS COMPLIANCE REQUIREMENTS FOR
TIRE CORD PRODUCTION AFFECTED SOURCES

63.6006 How do I monitor and collect data to
demonstrate continuous compliance with
the emission limits for tire cord produc-
tion affected sources?

63.6006 How do I demonstrate continuous
compliance with the emission limits for
tire cord production affected sources?

CONTINUOUS COMPLIANCE REQUIREMENTS FOR
PUNCTURE SEALANT APPLICATION AFFECTED
SOURCES

63.6007 How do I monitor and collect data to
demonstrate continuous compliance with
the emission limitations for puncture
sealant application affected sources?

63.6008 How do I demonstrate continuous
compliance with the emission limita-
tions for puncture sealant application af-
fected sources?

NOTIFICATIONS, REPORTS, AND RECORDS

63.6009 What notifications must I submit
and when?

63.6010 What reports must I submit and
when?

63.6011 What records must I keep?

63.6012 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.6013 What parts of the General Provisions
apply to me?

63.6014 Who implements and enforces this
subpart?

63.6015 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART XXXX OF PART 63—
EMISSION LIMITS FOR TIRE PRODUCTION
AFFECTED SOURCES

TABLE 2 TO SUBPART XXXX OF PART 63—
EMISSION LIMITS FOR TIRE CORD PRODUC-
TION AFFECTED SOURCES

TABLE 3 TO SUBPART XXXX OF PART 63—
EMISSION LIMITS FOR PUNCTURE SEALANT
APPLICATION AFFECTED SOURCES

TABLE 4 TO SUBPART XXXX OF PART 63—OP-
ERATING LIMITS FOR PUNCTURE SEALANT
APPLICATION CONTROL DEVICES

TABLE 5 TO SUBPART XXXX OF PART 63—RE-
QUIREMENTS FOR PERFORMANCE TESTS
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TABLE 6 TO SUBPART XXXX OF PART 63—INI-
TIAL COMPLIANCE WITH THE EMISSION LIM-
ITS FOR TIRE PRODUCTION AFFECTED
SOURCES

TABLE 7 TO SUBPART XXXX OF PART 63—INI-
TIAL COMPLIANCE WITH THE EMISSION LIM-
ITS FOR TIRE CORD PRODUCTION AFFECTED
SOURCES

TABLE 8 TO SUBPART XXXX OF PART 63—INI-
TIAL COMPLIANCE WITH THE EMISSION LIM-
ITS FOR PUNCTURE SEALANT APPLICATION
AFFECTED SOURCES

TABLE 9 TO SUBPART XXXX OF PART 63—MIN-
IMUM DATA FOR CONTINUOUS COMPLIANCE
WITH THE EMISSION LIMITS FOR TIRE PRO-
DUCTION AFFECTED SOURCES

TABLE 10 TO SUBPART XXXX OF PART 63—
CONTINUOUS COMPLIANCE WITH THE EMIS-
SION LIMITS FOR TIRE PRODUCTION AF-
FECTED SOURCES

TABLE 11 TO SUBPART XXXX OF PART 63—
MINIMUM DATA FOR CONTINUOUS COMPLI-
ANCE WITH THE EMISSION LIMITS FOR TIRE
CORD PRODUCTION AFFECTED SOURCES

TABLE 12 TO SUBPART XXXX OF PART 63—
CONTINUOUS COMPLIANCE WITH THE EMIS-
SION LIMITS FOR TIRE CORD PRODUCTION
AFFECTED SOURCES

TABLE 13 TO SUBPART XXXX OF PART 63—
MINIMUM DATA FOR CONTINUOUS COMPLI-
ANCE WITH THE EMISSION LIMITATIONS FOR
PUNCTURE SEALANT APPLICATION AF-
FECTED SOURCES

TABLE 14 TO SUBPART XXXX OF PART 63—
CONTINUOUS COMPLIANCE WITH THE EMIS-
SION LIMITATIONS FOR PUNCTURE SEALANT
APPLICATION AFFECTED SOURCES

TABLE 15 TO SUBPART XXXX OF PART 63—RE-
QUIREMENTS FOR REPORTS

TABLE 16 TO SUBPART XXXX OF PART 63—SE-
LECTED HAZARDOUS AIR POLLUTANTS

TABLE 17 TO SUBPART XXXX OF PART 63—AP-
PLICABILITY OF GENERAL PROVISIONS TO
THIS SUBPART XXXX

Subpart  YYYY—National Emission Stand-
ards for Hazardous Air Pollutants for
Stationary Combustion Turbines

WHAT THIS SUBPART COVERS

63.6080 What
YYYY?

63.6085 Am I subject to this subpart?

63.6090 What parts of my plant does this
subpart cover?

63.6092 Are duct burners and waste heat re-
covery units covered by subpart YYYY?

63.6095 When do I have to comply with this
subpart?

is the purpose of subpart

EMISSION AND OPERATING LIMITATIONS

63.6100 What emission and operating limita-
tions must I meet?
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GENERAL COMPLIANCE REQUIREMENTS

63.6106 What are my general requirements
for complying with this subpart?

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

63.6110 By what date must I conduct the ini-
tial performance tests or other initial
compliance demonstrations?

63.6115 When must I conduct subsequent
performance tests?

63.6120 What performance tests and other
procedures must I use?

63.61256 What are my monitor installation,
operation, and maintenance require-
ments?

63.6130 How do I demonstrate initial compli-
ance with the emission and operating
limitations?

CONTINUOUS COMPLIANCE REQUIREMENTS

63.6135 How do I monitor and collect data to
demonstrate continuous compliance?
63.6140 How do I demonstrate continuous
compliance with the emission and oper-

ating limitations?

NOTIFICATIONS, REPORTS, AND RECORDS

63.6145 What notifications must I submit
and when?

63.6150 What reports must I submit and
when?

63.6155 What records must I keep?

63.6160 In what form and how long must I
keep my records?

OTHER REQUIREMENTS AND INFORMATION

63.6166 What parts of the General Provisions
apply to me?

63.6170 Who implements and enforces this
subpart?

63.61756 What definitions apply to this sub-
part?

TABLE 1 TO SUBPART YYYY—EMISSION LIMI-
TATIONS

TABLE 2 TO SUBPART YYYY—OPERATING LIM-
ITATIONS

TABLE 3 TO SUBPART YYYY—REQUIREMENTS
FOR PERFORMANCE TESTS AND INITIAL
COMPLIANCE DEMONSTRATIONS

TABLE 4 TO SUBPART YYYY—INITIAL COMPLI-
ANCE WITH EMISSION LIMITATIONS

TABLE 5 TO SUBPART YYYY—CONTINUOUS
COMPLIANCE WITH OPERATING LIMITATIONS

TABLE 6 TO SUBPART YYYY—REQUIREMENTS
FOR REPORTS

TABLE 7 TO SUBPART YYYY—APPLICABILITY
OF GENERAL PROVISIONS TO SUBPART
YYYY

AUTHORITY: 42 U.S.C. 7401 et seq.

SOURCE: 57 FR 61992, Dec. 29, 1992, unless
otherwise noted.
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Subpart QQQ—National Emission
Standards for Hazardous Air
Pollutants for Primary Copper
Smelting

SOURCE: 67 FR 40491, June 12, 2002, unless
otherwise noted.

WHAT THIS SUBPART COVERS

§63.1440 What is the purpose of this
subpart?

This subpart establishes mnational
emission standards for hazardous air
pollutants (NESHAP) for primary cop-
per smelters. This subpart also estab-
lishes requirements to demonstrate ini-
tial and continuous compliance with
all applicable emission limitations,
work practice standards, and operation
and maintenance requirements in this
subpart.

§63.1441 Am I subject to this subpart?

You are subject to this subpart if you
own or operate a primary copper smelt-
er that is (or is part of) a major source
of hazardous air pollutant (HAP) emis-
sions on the first compliance date that
applies to you, and your primary cop-
per smelter uses batch copper con-
verters as defined in §63.1459. Your pri-
mary copper smelter is a major source
of HAP if it emits or has the potential
to emit any single HAP at the rate of
10 tons or more per year or any com-
bination of HAP at a rate of 25 tons or
more per year.

§63.1442 What parts of my plant does
this subpart cover?

(a) This subpart applies to each new
and existing affected source at your
primary copper smelter. The affected
sources are each copper concentrate
dryer, each smelting furnace, each slag
cleaning vessel, each copper converter
department, and the entire group of fu-
gitive emission sources, as defined in
§63.1459.

(b) An affected source at your pri-
mary copper smelter is existing if you
commenced construction or recon-
struction of the affected source before
April 20, 1998.

(c) An affected source at your pri-
mary copper smelter is new if you com-
menced construction or reconstruction
of the affected source on or after April
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20, 1998. An affected source is recon-
structed if it meets the definition of
“‘reconstruction” in §63.2.

§63.1443 When do I have to comply
with this subpart?

(a) If you have an existing affected
source, you must comply with each
emission limitation, work practice
standard, and operation and mainte-
nance requirement in this subpart that
applies to you no later than June 13,
2005.

(b) If you have a new affected source
and its initial startup date is on or be-
fore June 12, 2002, you must comply
with each emission limitation, work
practice standard, and operation and
maintenance requirement in this sub-
part that applies to you by June 12,
2002.

(c) If you have a new affected source
and its initial startup date is after
June 12, 2002, you must comply with
each emission limitation, work prac-
tice standard, and operation and main-
tenance requirement in this subpart
that applies to you upon initial start-
up.
(d) If your primary copper smelter is
an area source that becomes a major
source of HAP, the compliance dates
listed in paragraphs (d)(1) and (2) of
this section apply to you.

(1) Any portion of the existing pri-
mary copper smelter that is a new af-
fected source or a new reconstructed
source must be in compliance with this
subpart upon startup.

(2) All other parts of the primary
copper smelter must be in compliance
with this subpart no later than 3 years
after it becomes a major source.

(e) You must meet the notification
and schedule requirements in §63.1454.
Several of these notifications must be
submitted before the compliance date
for your affected source.

EMISSION LIMITATIONS AND WORK
PRACTICE STANDARDS

§63.1444 What emissions limitations
and work practice standards must I
meet for my copper concentrate
dryers, smelting furnaces, slag
cleaning vessels, and copper con-
verter departments?

(a) Copper concentrate dryers. For each
copper concentrate dryer, you must
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comply with the emission limitation in
paragraph (a)(1) or (2) of this section
that applies to you.

(1) For each existing copper con-
centrate dryer, you must not cause to
be discharged to the atmosphere from
the dryer vent any gases that contain
total particulate matter in excess of 50
milligrams per dry standard cubic
meter (mg/dscm) as measured using the
test methods specified in §63.1450(a).

(2) For each new copper concentrate
dryer, you must not cause to be dis-
charged to the atmosphere from the
dryer vent any gases that contain total
particulate matter in excess of 23 mg/
dscm as measured using the test meth-
ods specified in §63.1450(a).

(b) Smelting furnaces. For each smelt-
ing furnace, you must comply with the
emission limitations and work practice
standards in paragraphs (b)(1) and (2) of
this section.

(1) For each smelting furnace, you
must not cause to be discharged to the
atmosphere any process off-gas that
contains nonsulfuric acid particulate
matter in excess of 6.2 mg/dscm as
measured using the test methods speci-
fied in §63.1450(b). Process off-gas from
a smelting furnace is generated when
copper ore concentrates and fluxes are
being smelted to form molten copper
matte and slag layers.

(2) For each smelting furnace, you
must control the process fugitive emis-
sions released when tapping copper
matte or slag from the smelting fur-
nace according to paragraphs (b)(2)(i)
and (ii) of this section.

(i) At all times when copper matte or
slag is tapped from the smelting fur-
nace, you must operate a capture sys-
tem that collects the gases and fumes
released from the tapping port in use.
The design and placement of this cap-
ture system must be such that the tap-
ping port opening, launder, and receiv-
ing vessel (e.g., ladle, slag pot) are po-
sitioned within the confines or influ-
ence of the capture system’s ventila-
tion draft during those times when the
copper matte or slag is flowing from
the tapping port opening.

(ii) You must not cause to be dis-
charged to the atmosphere from the
capture system used to comply with
paragraph (b)(2)(i) of this section any
gases that contain total particulate
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matter in excess of 23 mg/dscm as
measured using the test methods speci-
fied in §63.1450(a).

(c) Slag cleaning vessels. For each slag
cleaning vessel, you must comply with
the emission limitations and work
practice standards in paragraphs (c)(1)
through (3) of this section that apply
to you.

(1) For each slag cleaning vessel, ex-
cept as provided for in paragraph (c)(2)
of this section, you must not cause to
be discharged to the atmosphere any
process off-gas that contains nonsul-
furic acid particulate matter in excess
of 6.2 mg/dscm as measured using the
test methods specified in §63.1450(b).

(2) As an alternative to complying
with the emission limit for nonsulfuric
acid particulate matter in paragraph
(c)(1) of this section, for each existing
slag cleaning vessel you may choose to
comply with the emission limit for
total particulate matter specified in
this paragraph (c)(2). You must not
cause to be discharged to the atmos-
phere any process off-gas that contains
total particulate matter in excess of 46
mg/dscm as measured using the test
methods specified in §63.1450(a).

(3) For each slag cleaning vessel, you
must control process fugitive emissions
released when tapping copper matte or
slag from the slag cleaning vessel ac-
cording to paragraphs (c)(3)(i) and (ii)
of this section.

(i) At all times when copper matte or
slag is tapped from the slag cleaning
vessel, you must operate a capture sys-
tem that collects the gases and fumes
released from the tapping port in use.
The design and placement of this cap-
ture system must be such that the tap-
ping port opening, launder, and receiv-
ing vessel (e.g., ladle, slag pot) are po-
sitioned within the confines or influ-
ence of the capture system’s ventila-
tion draft during those times when the
copper matte or slag is flowing from
the tapping port opening.

(i1) You must not cause to be dis-
charged to the atmosphere from the
capture system used to comply with
paragraph (c)(3)(i) of this section any
gases that contain total particulate
matter in excess of 23 mg/dscm as
measured using the test methods speci-
fied in §63.1450(a).
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(d) Existing copper converter depart-
ments. For each existing copper con-
verter department, you must comply
with the emission limitations and work
practice standards in paragraphs (d)(1)
through (6) of this section that apply
to you.

(1) You must operate a capture sys-
tem that collects the process off gas
vented from each batch copper con-
verter. At all times when one or more
batch copper converters are blowing,
you must operate the capture system
according to the written operation and
maintenance plan that has been pre-
pared according to the requirements in
§63.1447(b).

(2) If your copper converter depart-
ment uses Pierce-Smith converters, the
capture system design must include
use of a primary hood that covers the
entire mouth of the converter vessel
when the copper converter is posi-
tioned for blowing. Additional hoods
(e.g., secondary hoods) or other capture
devices must be included in the capture
system design as needed to achieve the
opacity limit in paragraph (d)(4) of this
section. The capture system design
may use multiple intake and duct seg-
ments through which the ventilation
rates are controlled independently of
each other, and individual duct seg-
ments may be connected to separate
control devices.

(3) If your copper converter depart-
ment uses Hoboken converters, the
capture system must collect all process
off-gas vented during blowing through
the side-flue intake on each converter
vessel.

(4) You must operate the capture sys-
tem such that any visible emissions
exiting the roof monitors or roof ex-
haust fans on the building housing the
copper converter department meet the
opacity limit as specified in paragraphs
(d)(4)(1) and (ii) of this section.

(i) The opacity of any visible emis-
sions exiting the roof monitors or roof
exhaust fans on the building housing
the copper converter department must
not exceed 4 percent as determined by
a performance test conducted accord-
ing to §63.1450(c).

(ii) The opacity limit in paragraph
(d)(4)(@) of this section applies only at
those times when a performance test is
conducted according to §63.1450(c). The
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requirements for compliance with
opacity and visible emission standards
specified in §63.6(h) do not apply to this
opacity limit.

(5) You must not cause to be dis-
charged to the atmosphere from any
Pierce-Smith converter primary hood
capture system or Hoboken converter
side-flue intake capture system any
process off-gas that contains nonsul-
furic acid particulate matter in excess
of 6.2 mg/dscm as measured using the
test methods specified in §63.1450(b).

(6) You must not cause to be dis-
charged to the atmosphere from any
secondary capture system any gases
that contain total particulate matter
in excess of 23 mg/dscm as measured
using the test methods specified in
§63.1450(a).

(e) New copper converter departments.
For each new copper converter depart-
ment for which construction com-
menced on or after April 20, 1998, the
use of batch copper converters is pro-
hibited.

(f) Baghouses. For each baghouse ap-
plied to meet any total particulate
matter emission limit in paragraphs
(a) through (d) of this section, you
must operate the baghouse such that
the bag leak detection system does not
alarm for more than 5 percent of the
total operating time in any semiannual
reporting period.

(g) Venturi wet scrubbers. For each
venturi wet scrubber applied to meet
any total particulate matter emission
limit in paragraphs (a) through (d) of
this section, you must maintain the
hourly average pressure drop and
scrubber water flow rate at or above
the minimum levels established during
the initial or subsequent performance
test.

(h) Other control devices. For each
control device other than a baghouse
or venturi wet scrubber applied to meet
any total particulate matter emission
limit in paragraphs (a) through (d) of
this section, you must operate the con-
trol device as specified in paragraphs
(h)(1) and (2) of this section.

(1) You must select one or more oper-
ating parameters, as appropriate for
the control device design, that can be
used as representative and reliable in-
dicators of the control device oper-
ation.
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(2) You must maintain the hourly av-
erage value for each of the selected pa-
rameters at or above the minimum
level or at or below the maximum
level, as appropriate for the selected
parameter, established during the ini-
tial or subsequent performance test.

§63.1445 What work practice stand-
ards must I meet for my fugitive
dust sources?

(a) You must control particulate
matter emissions from fugitive dust
sources at your primary copper smelter
by operating according to a written fu-
gitive dust control plan that has been
approved by the designated authority.
For the purpose of complying with this
paragraph (a) you may use an existing
fugitive dust control plan provided
that the plan complies with the re-
quirements of this section. A fugitive
dust control plan is considered to be
approved if the plan has been incor-
porated in your applicable State imple-
mentation plan, and the document ad-
dresses the fugitive dust sources speci-
fied in paragraph (b) of this section and
includes the information specified in
paragraph (c) of this section.

(b) Your fugitive dust control plan
must address each of the fugitive dust
emission sources listed in paragraphs
(b)(1) through (6) of this section that
are located at your primary copper
smelter.

(1) On-site roadways used by trucks
or other motor vehicles (e.g., front-end
loaders) when transporting bulk quan-
tities of fugitive dust materials. Paved
roads and parking areas that are not
used by these vehicles do not need to
be included in the plan (e.g., employee
and visitor parking lots).

(2) Unloading of fugitive dust mate-
rials from trucks or railcars.

(3) Outdoor piles used for storage of
fugitive dust materials.

(4) Bedding areas used for blending
copper concentrate and other feed con-
stituents.

(5) Each transfer point in conveying
systems used to transport fugitive dust
materials. These points include, but
are not limited to, transfer of material
from one conveyor belt to another and
transfer of material to a hopper or bin.

(6) Other site-specific sources of fugi-
tive dust emissions that the Adminis-
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trator or delegated permitting author-
ity designate to be included in your fu-
gitive dust control plan.

(¢) Your fugitive dust control plan
must describe the control measures
you use to control fugitive dust emis-
sions from each source addressed in the
plan, as applicable and appropriate for
your site conditions. Examples of con-
trol measures include, but are not lim-
ited to, locating the source inside a
building or other enclosure, installing
and operating a local hood capture sys-
tem over the source and venting the
captured gas stream to a control de-
vice, placing material stockpiles below
grade, installing wind screens or wind
fences around the source, spraying
water on the source as weather condi-
tions require, applying appropriate
dust suppression agents on the source,
or combinations of these control meas-
ures.

(d) The requirement for you to oper-
ate according to a written fugitive dust
control plan must be incorporated in
your operating permit that is issued by
the designated permitting authority
under part 70 of this chapter. A copy of
your fugitive dust control plan must be
sent to the designated permitting au-
thority on or before the compliance
date for your primary copper smelter,
as specified in §63.1443.

§63.1446 What alternative emission
limitation may I meet for my com-
bined gas streams?

(a) For situations where you combine
gas streams from two or more affected
sources for discharge to the atmos-
phere through a single vent, you may
choose to meet the requirements in
paragraph (b) of this section as an al-
ternative to complying with the indi-
vidual total particulate matter emis-
sion limits specified in §63.1444 that
apply to you. This alternative emission
limit for a combined gas stream may
be used for any combination of the af-
fected source gas steams specified in
paragraphs (a)(1) through (5) of this
section.

(1) Gas stream discharged from a cop-
per concentrate dryer vent that would
otherwise be subject to §63.1444(a)(1) or
(2);

(2) Gas stream discharged from a
smelting furnace capture system that
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would otherwise be to
§63.1444(b)(2)(ii);

(3) Process off-gas stream discharged
from a slag cleaning vessel that would
otherwise be subject to §63.1444(c)(2);

(4) Gas stream discharged from a slag
cleaning vessel capture system that
would otherwise Dbe subject to
§63.1444(c)(3)(ii); and

(6) Gas stream discharged from a
batch copper converter secondary cap-
ture system that would otherwise be
subject to §63.1444(d)(5).

(b) You must meet the requirements
specified in paragraphs (b)(1) and (2) of
this section for the combined gas
stream discharged through a single
vent.

(1) For each combined gas stream dis-
charged through a single vent, you
must not cause to be discharged to the

subject

Ede + Estsv +Escvascvp +Escvascvf + Ecchc
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atmosphere any gases that contain
total particulate matter in excess of
the emission limit calculated using the
procedure in paragraph (b)(2) of this
section and measured using the test
methods specified in §63.1450(a).

(2) You must calculate the alter-
native total particulate matter emis-
sion limit for your combined gas
stream using Equation 1 of this sec-
tion. The volumetric flow rate value
for each of the individual affected
source gas streams that you use for
Equation 1 (i.e., the flow rate of the gas
stream discharged from the affected
source but before this gas stream is
combined with the other gas streams)
is to be the average of the volumetric
flow rates measured using the test
method specified in §63.1450(a)(1)(ii):

(Eq. 1)

system as specified in §63.1544(d)(5) (mg/

Eaw =
Qd +st +Qscvp +Qscvf +Qcc
Where
Ear = Alternative total particulate matter dscm); and
emission limit for the combined gas

stream discharged to atmosphere through
a single vent (mg/dscm);

Eq = Total particulate matter emission limit
applicable to copper concentrate dryer as
specified in §63.1444(a)(1) or (2) (mg/dscm);

Qq Copper concentrate dryer exhaust gas
stream volumetric flow rate before being
combined with other gas streams (dscm);

E,, = Total particulate matter emission limit
for smelting furnace capture system as
specified in §63.1444(b)(2)(ii) (mg/dscm);

Qs = Smelting furnace capture system ex-
haust gas stream volumetric flow rate be-
fore being combined with other gas
streams (dscm);

Es«vwp = Total particulate matter emission
limit for slag cleaning vessel process off-
gas as specified in §63.1444(c)(2) (mg/dscm);

Qsevp = Slag cleaning vessel process off-gas
volumetric flow rate before being com-
bined with other gas streams (dscm);

Esvr = Total particulate matter emission
limit for slag cleaning vessel capture sys-
tem as specified in §63.1444(c)(3)(i1) (mg/
dscm);

Qseve = Slag cleaning vessel capture system
exhaust gas stream volumetric flow rate
before being combined with other gas
streams (dscm);

E.. = Total particulate emission limit for the
batch copper converter secondary capture
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Q.. = Batch copper converter capture system
exhaust gas stream volumetric flow rate
before being combined with other gas
streams (dscm).

(c) For each baghouse applied to
meet any total particulate matter
emission limit in paragraph (b) of this
section, you must operate the baghouse
such that the bag leak detection sys-
tem does not alarm for more than 5
percent of the total operating time in
any semiannual reporting period.

(d) For each venturi wet scrubber ap-
plied to meet any total particulate
matter emission limit in paragraph (b)
of this section, you must maintain the
hourly average pressure drop and
scrubber water flow rate at or above
the minimum levels established during
the initial or subsequent performance
test.

(e) For each control device other
than a baghouse or venturi wet scrub-
ber applied to meet any total particu-
late matter emission limit in para-
graph (b) of this section, you must op-
erate the control device as specified in
paragraphs (e)(1) and (2) of this section.
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(1) You must select one or more oper-
ating parameters, as appropriate for
the control device design, that can be
used as representative and reliable in-
dicators of the control device oper-
ation.

(2) You must maintain the hourly av-
erage value for each of the selected pa-
rameters at or above the minimum
level or at or below the maximum
level, as appropriate for the selected
parameter, established during the ini-
tial or subsequent performance test.

OPERATION AND MAINTENANCE
REQUIREMENTS

§63.1447 What are my operation and
maintenance requirements?

(a) As required by §63.6(e)(1)(i), you
must always operate and maintain
your affected source, including air pol-
lution control and monitoring equip-
ment, in a manner consistent with
good air pollution control practices for
minimizing emissions at least to the
levels required by this subpart.

(b) You must prepare and operate at
all times according to a written oper-
ation and maintenance plan for each
capture system and control device sub-
ject to standards in §63.1444 or §63.1446.
The plan must address the require-
ments in paragraphs (b)(1) through (3)
of this section as applicable to the cap-
ture system or control device.

(1) Preventative maintenance. You
must perform preventative mainte-
nance for each capture system and con-
trol device according to written proce-
dures specified in your operation and
maintenance plan. The procedures
must include a preventative mainte-
nance schedule that is consistent with
the manufacturer’s instructions for
routine and long-term maintenance.

(2) Capture system inspections. You
must conduct monthly inspections of
the equipment components of the cap-
ture system that can affect the per-
formance of the system to collect the
gases and fumes emitted from the af-
fected source (e.g., hoods, exposed
ductwork, dampers, fans) according to
written procedures specified in your
operation and maintenance plan. The
inspection procedure must include the
requirements in paragraphs (b)(2)(i)
through (iii) of this section as applica-
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ble to the capture system or control
device.

(i) Observations of the physical ap-
pearance of the equipment to confirm
the physical integrity of the equipment
(e.g., verify by visual inspection no
holes in ductwork or hoods, no flow
constrictions caused by dents, or accu-
mulated dust in ductwork).

(ii) Inspection, and if necessary test-
ing, of equipment components to con-
firm that the component is operating
as intended (e.g., verify by appropriate
measures that flow or pressure sensors,
damper plates, automated damper
switches and motors are operating ac-
cording to manufacture or engineering
design specifications).

(iii) In the event that a defective or
damaged component is detected during
an inspection, you must initiate cor-
rective action according to written
procedures specified in your operation
and maintenance plan to correct the
defect or deficiency as soon as prac-
ticable.

(3) Copper converter department capture
system operating limits. You must estab-
lish, according to the requirements in
paragraph (b)(3)(i) through (iii) of this
section, operating limits for the cap-
ture system that are representative
and reliable indicators of the perform-
ance of capture system when it is used
to collect the process off-gas vented
from batch copper converters during
blowing.

(i) Select operating limit parameters
appropriate for the capture system de-
sign that are representative and reli-
able indicators of the performance of
the capture system when it is used to
collect the process off-gas vented from
batch copper converters during blow-
ing. At a minimum, you must use ap-
propriate operating limit parameters
that indicate the level of the ventila-
tion draft and the damper position set-
tings for the capture system when op-
erating to collect the process off-gas
from the batch copper converters dur-
ing blowing. Appropriate operating
limit parameters for ventilation draft
include, but are not limited to, volu-
metric flow rate through each sepa-
rately ducted hood, total volumetric
flow rate at the inlet to control device
to which the capture system is vented,
fan motor amperage, or static pressure.
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Any parameter for damper position set-
ting may be used that indicates the
duct damper position relative to the
fully open setting.

(ii) For each operating limit param-
eter selected in paragraph (b)(3)(i) of
this section, designate the value or set-
ting for the parameter at which the
capture system operates during batch
copper converter blowing. If your blis-
ter copper production operations allow
for more than one batch copper con-
verter to be operating simultaneously
in the blowing mode, designate the
value or setting for the parameter at
which the capture system operates dur-
ing each possible batch copper con-
verter blowing configuration that you
may operate at your smelter (i.e., the
operating limits with one converter
blowing, with two converters blowing,
with three converters blowing, as ap-
plicable to your smelter).

(iii) Include documentation in the
plan to support your selection of the
operating limits established for the
capture system. This documentation
must include a description of the cap-
ture system design, a description of the
capture system operation during blis-
ter copper production, a description of
each selected operating limit param-
eter, a rationale for why you chose the
parameter, a description of the method
used to monitor the parameter accord-
ing to the requirements in §63.1452(a),
and the data used to set the value or
setting for the parameter for each of
your batch copper converter configura-
tions.

(4) Baghouse leak detection corrective
actions. In the event a bag leak detec-
tion system alarm is triggered, you
must initiate corrective action accord-
ing to written procedures specified in
your operation and maintenance plan
to determine the cause of the alarm
within 1 hour of the alarm, initiate
corrective action to correct the cause
of the problem within 24 hours of the
alarm, and complete the corrective ac-
tion as soon as practicable. Corrective
actions may include, but are not lim-
ited to, the activities listed in para-
graphs (b)(3)(i) through (vi) of this sec-
tion.

(i) Inspecting the baghouse for air
leaks, torn or broken bags or filter
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media, or any other condition that
may cause an increase in emissions.

(ii) Sealing off defective bags or filter
media.

(iii) Replacing defective bags or filter
media or otherwise repairing the con-
trol device.

(iv) Sealing off a defective baghouse
compartment.

(v) Cleaning the bag leak detection
system probe, or otherwise repair the
bag leak detection system.

(vi) Shutting down the process pro-
ducing the particulate emissions.

GENERAL COMPLIANCE REQUIREMENTS

§63.1448 What are my general require-
ments for complying with this sub-
part?

(a) You must be in compliance with
the emission limitations, work prac-
tice standards, and operation and
maintenance requirements in this sub-
part at all times, except during periods
of startup, shutdown, and malfunction
as defined in §63.2.

(b) During the period between the
compliance date specified for your af-
fected source in §63.1443, and the date
upon which continuous monitoring sys-
tems have been installed and certified
and any applicable operating limits
have been set, you must maintain a log
detailing the operation and mainte-
nance of the process and emissions con-
trol equipment.

(c) You must develop a written start-
up, shutdown, and malfunction plan ac-
cording to the provisions in §63.6(e)(3).

[67 FR 61992, Dec. 29, 1992, as amended at 71
FR 20461, Apr. 20, 2006]

INITIAL COMPLIANCE REQUIREMENTS

§63.1449 By what dates must I con-
duct performance tests or other ini-
tial compliance demonstrations?

(a) As required in §63.7(a)(2), you
must conduct a performance test with-
in 180 calendar days of the compliance
date that is specified in §63.1443 for
your affected source to demonstrate
initial compliance with each emission
and opacity limit in §63.1443 and
§63.1446 that applies to you.

(b) For each work practice standard
and operation and maintenance re-
quirement that applies to you where
initial compliance is not demonstrated
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using a performance test or opacity ob-
servation, you must demonstrate ini-
tial compliance within 30 calendar days
after the compliance date that is speci-
fied for your affected source in §63.1443.

§63.1450 What test methods and other
procedures must I use to dem-
onstrate initial compliance with the
emission limitations?

(a) Total particulate matter emission
limits. You must conduct each perform-
ance test to determine compliance
with the total particulate matter emis-
sion limits in §63.1444 or §63.1446 that
apply to you according to the require-
ments for representative test condi-
tions specified in §63.7(e)(1) and using
the test methods and procedures in
paragraphs (a)(1) through (5) of this
section.

(1) Determine the concentration of
total particulate matter according to
the test methods in appendix A to part
60 of this chapter as specified in para-
graphs (a)(1)(i) through (iii) of this sec-
tion.

(i) Method 1 to select sampling port
locations and the number of traverse
points. Sampling ports must be located
at the outlet of the control device and
prior to any releases to the atmos-
phere.

(ii) Method 2, 2F, or 2G to determine
the volumetric flow rate of the stack
gas.

(iii) Method 3, 3A, or 3B to determine
the dry molecular weight of the stack
gas.

(iv) Method 4 to determine the mois-
ture content of the stack gas.

(v) Method 5, 5D, or 17, as applicable,
to determine the concentration of total
particulate matter. You can also use
ASTM D4536-96 incorporated by ref-
erence in §63.14 as an alternative to the
sampling equipment and operating pro-
cedures in Method 5 or 17 when testing
a positive pressure baghouse, but you
must use the sample traverse location
and number of sampling points de-
scribed in Method 5D.

(2) As an alternative to using the ap-
plicable method specified in paragraph
(a)(1)(v) of this section, you may deter-
mine total particulate matter emis-
sions from the control device using
Method 29 in appendix A of part 60 of
this chapter provided that you follow
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the procedures and precautions pre-
scribed in Method 29. If the control de-
vice is a positive pressure baghouse,
you must also follow the measurement
procedure specified in sections 4.1
through 4.3 of Method 5D.

(3) You must conduct three separate
test runs for each performance test.
Each test run must have a minimum
sampling time of 60 minutes and a min-
imum sampling volume of 0.85 dscm.
For the purpose of determining compli-
ance with the applicable total particu-
late matter emission limit, the arith-
metic mean of the results for the three
separate test runs is used.

(4) For a venturi wet scrubber applied
to emissions from an affected source
and subject to operating limits in
§63.1444(g) or §63.1446(d) for pressure
drop and scrubber water flow rate, you
must establish site-specific operating
limits according to the procedures in
paragraph (a)(4)(i) and (ii) of this sec-
tion.

(i) Using the continuous parameter
monitoring system (CPMS) required in
§63.1452, measure and record the pres-
sure drop and scrubber water flow rate
during each run of the particulate mat-
ter performance test.

(ii) Compute and record the hourly
average pressure drop and scrubber
water flow rate for each individual test
run. Your operating limits are the low-
est average pressure drop and scrubber
water flow rate value in any of the
three runs that meet the applicable
emission limit.

(5) For a control device other than a
baghouse or venturi wet scrubber ap-
plied to emissions from an affected
source and subject to site-specific oper-
ating limit(s) in  §63.1444(h) or
§63.1446(e) for appropriate, site-specific
operating parameters that are rep-
resentative and reliable indicators of
the control device performance, you
must establish a site-specific operating
limit(s) according to the procedures in
paragraph (a)(5)(i) through (iv) of this
section.

(i) Select one or more operating pa-
rameters, as appropriate for the con-
trol device design, that can be used as
representative and reliable indicators
of the control device operation.
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(ii) Using the CPMS required in
§63.1452, measure and record the se-
lected operating parameters for the
control device during each run of the
total particulate matter performance
test.

(iii) Compute and record the hourly
average value for each of the selected
operating parameters for each indi-
vidual test run. Your operating limits
are the lowest value or the highest
value, as appropriate for the selected
operating parameter, measured in any
of the three runs that meet the appli-
cable emission limit.

(iv) You must prepare written docu-
mentation to support your selection of
the operating parameters used for the
control device. This documentation
must include a description of each se-
lected parameter, a rationale for why
you chose the parameter, a description
of the method used to monitor the pa-
rameter, and the data recorded during
the performance test and used to set
the operating limit(s).

(b) Nonsulfuric acid particulate matter
emission limits. You must conduct each
performance test to determine compli-
ance with the nonsulfuric acid particu-
late matter emission limits in §63.1444
that apply to you according to the re-
quirements for representative test con-
ditions specified in §63.7(e)(1) and using
the test methods and procedures in
paragraphs (b)(1) and (2) of this section.

(1) Determine the concentration of
nonsulfuric acid particulate matter ac-
cording to the test methods in appen-
dix A to part 60 of this chapter as spec-
ified in paragraphs (b)(1)(i) through (v)
of this section.

(i) Method 1 to select sampling port
locations and the number of traverse
points. Sampling ports must be located
at the outlet of the control device and
prior to any releases to the atmos-
phere.

(ii) Method 2, 2F, or 2G to determine
the volumetric flow rate of the stack
gas.
(iii) Method 3, 3A, or 3B to determine
the dry molecular weight of the stack
gas.

(iv) Method 4 to determine the mois-
ture content of the stack gas.

(v) Method 5B to determine the non-
sulfuric acid particulate matter emis-
sions.
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(2) You must conduct three separate
test runs for each performance test.
Each test run must have a minimum
sampling time of 240 minutes and a
minimum sampling volume of 3.4 dscm.
For the purpose of determining compli-
ance with the nonsulfuric acid particu-
late matter emission limit, the arith-
metic mean of the results for the three
separate test runs is used.

(c) Copper converter department cap-
ture system opacity limit. You must con-
duct each performance test to deter-
mine compliance with the opacity
limit in §63.1444 using the test methods
and procedures in paragraphs (c)(1)
through (9) of this section.

(1) You must conduct the perform-
ance test during the period when the
primary copper smelter is operating
under conditions representative of the
smelter’s normal blister copper produc-
tion rate. You may not conduct a per-
formance test during periods of start-
up, shutdown, or malfunction. Before
conducting the performance test, you
must prepare a written test plan speci-
fying the copper production conditions
to be maintained throughout the opac-
ity observation period and including a
copy of the written documentation you
have prepared according to paragraph
(a)(3) of this section to support the es-
tablished operating limits for the cop-
per converter department capture sys-
tem. You must submit a copy of the
test plan for review and approval by
the Administrator or delegated author-
ity. During the observation period, you
must collect appropriate process infor-
mation and copper converter depart-
ment capture system operating infor-
mation to prepare documentation suffi-
cient to verify that all opacity observa-
tions were made during the copper pro-
duction and capture system operating
conditions specified in the approved
test plan.

(2) You must notify the Adminis-
trator or delegated authority before
conducting the opacity observations to
allow the Administrator or delegated
authority the opportunity to have au-
thorized representatives attend the
test. Written notification of the loca-
tion and scheduled date for conducting
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the opacity observations must be re-
ceived by the Administrator on or be-
fore 30 calendar days before this sched-
uled date.

(3) You must gather the data needed
for determining compliance with the
opacity limit using qualified visible
emission observers and process mon-
itors as described in paragraphs (¢)(3)(1)
and (ii) of this section.

(i) Opacity observations must be per-
formed by a sufficient number of quali-
fied visible emission observers to ob-
tain two complete concurrent sets of
opacity readings for the required obser-
vation period. Each visible emission
observer must be certified as a quali-
fied observer by the procedure specified
in section 3 of Method 9 in appendix A
of part 60 of this chapter. The entire
set of readings during the required ob-
servation period does not need to be
made by the same two observers. More
than two observers may be used to
allow for substitutions and provide for
observer rest breaks. The owner or op-
erator must obtain proof of current
visible emission reading certification
for each observer.

(ii) A person (or persons) familiar
with the copper production operations
conducted at the smelter must serve as
the indoor process monitor. The indoor
process monitor is stationed at a loca-
tion inside the building housing the
batch copper converters such that he
or she can visually observe and record
operations that occur in the batch cop-
per converter aisle during the times
that the visible emission observers are
making opacity readings. More than
one indoor process monitor may be
used to allow for substitutions and pro-
vide for rest breaks.

(4) You must make all opacity obser-
vations using Method 9 in appendix A
to part 60 of this chapter and following
the procedures described in paragraphs
(c)(4)(i) and (ii) of this section.

(i) Each visible emission observer
must make his or her readings at a po-
sition from the outside of the building
that houses the copper converter de-
partment such that the observer’s line-
of-sight is approximately perpendicular
to the longer axis of the converter
building, and the observer has an unob-
structed view of the building roof mon-
itor sections or roof exhaust fan out-
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lets that are positioned over each of
the batch copper converters inside the
building. Opacity readings can only be
made during those times when the ob-
server’s position meets the sun orienta-
tion and other conditions specified in
section 2.1 of Method 9.

(ii) At 15-second intervals, each visi-
ble emission observer views the build-
ing roof monitor sections or roof ex-
haust fan outlets that are positioned
over each of the batch copper con-
verters inside the building and reads
the opacity of the visible plumes. If no
plume is visible, the observer records
zero as the opacity value for the 15-sec-
ond interval. In situations when it is
possible for an observer to distinguish
two or more visible emission plumes
from the building roof monitor sections
or roof exhaust fan outlets, the ob-
server must identify, to the extent fea-
sible, the plume having the highest
opacity and record his or her opacity
reading for that plume as the opacity
value for the 15-second interval.

(5) You must make opacity observa-
tions for a period of sufficient duration
to obtain a minimum of 120 1-minute
intervals during which at least omne
copper converter is blowing and no
interferences have occurred from other
copper production events, as specified
in paragraph (c)(7) of this section,
which generate visible emissions inside
the building that potentially can inter-
fere with the visible emissions from the
converter capture systems as seen by
the outside observers. To obtain the re-
quired number of l-minute intervals,
the observation period may be divided
into two or more segments performed
on the same day or on different days if
conditions prevent the required num-
ber of opacity readings from being ob-
tained during one continuous time pe-
riod. Examples of these conditions in-
clude, but are not limited to, changes
in the sun’s orientation relative to
visible emission observers’ positions
such that the Method 9 conditions are
no longer met or an unexpected thun-
der storm. If the total observation pe-
riod is divided into two or more seg-
ments, all opacity observations must
be made during the same set of copper
production conditions described in
your approved test plan as required by
paragraph (c¢)(1) of this section.
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(6) You must gather indoor process
information during all times that the
visible emission observers are making
opacity readings outside the building
housing the copper converter depart-
ment. The indoor process monitor must
continually observe the operations oc-
curring in the copper converter depart-
ment and prepare a written record of
his or her observations using the proce-
dure specified in paragraphs (c)(6)(1)
through (iv) of this section.

(i) At the beginning of each observa-
tion period or segment, the clock time
setting on the watch or clock to be
used by the indoor process monitor
must be synchronized with the clock
time settings for the timepieces to be
used by the outdoor opacity observers.

(ii) During each period or segment
when opacity readings are being made
by the visible emission observers, the
indoor process monitor must continu-
ously observe the operations occurring
in the copper converter department
and record his or her observations in a
log book, on data sheets, or other type
of permanent written format.

(iii) When a batch copper converter is
blowing, a record must be prepared for
the converter that includes, but is not
limited to, the clock times for when
blowing begins and when blowing ends
and the converter blowing rate. This
information may be recorded by the in-
door process monitor or by a separate,
automated computer data system.

(iv) The process monitor must record
each event other than converter blow-
ing that occurs in or nearby the con-
verter aisle that he or she observes to
generate visible emissions inside the
building. The recorded entry for each
event must include, but is not limited
to, a description of the event and the
clock times when the event begins and
when the event ends.

(7) You must prepare a summary of
the data for the entire observation pe-
riod using the information recorded
during the observation period by the
outdoor visible emission observers and
the indoor process monitor and the
procedure specified in paragraphs
(¢)(7)(i) through (iv) of this section.

(i) Using the field data sheets, iden-
tify the 1-minute clock times for which
a total of eight opacity readings were
made and recorded by both observers at
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15-second intervals according to the
test procedures (i.e., a total of four
opacity values have been recorded for
the l-minute interval by each of the
two observers). Calculate the average
of the eight 15-second interval readings
recorded on the field data sheets by the
two observers during the clock time
minute interval (add the four consecu-
tive 15-second interval opacity readings
made by Observer A during the speci-
fied clock time minute, plus the four
consecutive 15-second interval opacity
readings made by Observer B during
the same clock time minute, and divide
the resulting total by eight). Record
the clock time and the opacity average
for the 1-minute interval on a data
summary sheet. Figure 1 of this sub-
part shows an example of the format
for the data summary sheet you may
use, but are not required to use.

(ii) Using the data summary sheets
prepared according to paragraph
(e)(M)(i) of this section and the process
information recorded according to
paragraph (c)(6)(iii) of this section,
identify those 1-minute intervals for
which at least one of the batch copper
converters was blowing.

(iii) Using the data summary sheets
prepared according to paragraph
(¢)(7)(ii) of this section and the process
information recorded according to
paragraph (c)(6)(iv) of this section,
identify the 1-minute intervals during
which at least one copper converter
was blowing but none of the inter-
ference events listed in paragraphs
(c)(T)(iii)(A) through (F) of this section
occurred. Other ancillary activities not
listed but conducted in or adjacent to
the converter aisle during the opacity
observations are not considered to be
interference events (e.g., converter
aisle cleaning, placement of smoking
ladles or skulls on the converter aisle
floor).

(A) Charging of copper matte, re-
verts, or other materials to a batch
copper converter;

(B) Skimming slag or other molten
materials from a batch copper con-
verter;

(C) Pouring of blister copper or other
molten materials from a batch copper
converter;
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(D) Return of slag or other molten
materials to the flash smelting furnace
or slag cleaning vessel;

(E) Roll-out or roll-in of the batch
copper converter; or

(F) Smoke and fumes generated in-
side the converter building by oper-
ation of the smelting furnace, the slag
cleaning vessel (if used), anode refining
and casting processes that drift into
the copper converter department.

(iv) Using the data summary sheets
prepared according to paragraph
(c)(T)(iii) of this section, up to five 1-
minute intervals following an inter-
ference event may be eliminated from
data used for the compliance deter-
mination calculation specified in para-
graph (c¢)(8) of this section by applying
a time delay factor. The time delay
factor must be a constant number of
minutes not to exceed 5 minutes that is
added to the clock time recorded when
cessation of the interference event oc-
curs. The same time delay factor must
be used for all interference events (i.e.,
a constant time delay factor for the
smelter of 1 minute, 2 minutes, 3 min-
utes, 4 minutes, or 5 minutes). The
number of minutes to be used for the
time delay factor is determined based
on the site-specific equipment and con-
verter building configuration. An ex-
planation of the rationale for selecting
the value used for the time delay factor
must be prepared and included in the
test report.

(8) You must use the data summary
prepared in paragraph (c)(7) of this sec-
tion to calculate the average opacity
value for a minimum of 120 1-minute
intervals during which at least one
copper converter was blowing with no
interference events as determined ac-
cording to paragraphs (c)(7)(iii) and (iv)
of this section. Average opacity is cal-
culated using Equation 1 of this sec-
tion:

VE ave

ln
— ) VE; Eq. 1
;2 VE (Ba )

Where

VE.. = Average opacity to be used for com-
pliance determination (percent);

n = Total number of 1-minute intervals dur-
ing which at least one copper converter
was blowing with no interference events as
determined according to paragraphs
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(c)(T)(iii) and (iv) of this section (at least

120 1-minute intervals);

= l-minute interval ‘i’ during which at

least one copper converter was blowing

with no interference events as determined

according to paragraphs (c)(7)(iii) and (iv)

of this section; and

VE; = Average opacity value calculated for
the eight opacity readings recorded during
1-minute interval ‘‘i”’ (percent).

.

(9) You must certify that the copper
converter department capture system
operated during the performance test
at the operating limits established in
your capture system operation and
maintenance plan using the procedure
specified in paragraphs (c)(9)(i) through
(iv) of this section.

(i) Concurrent with all opacity obser-
vations, measure and record values for
each of the operating limit parameters
in your capture system operation and
maintenance plan according to the
monitoring requirements specified in
§63.1452(a).

(ii) For any dampers that are manu-
ally set and remain in the same posi-
tion at all times the capture system is
operating, the damper position must be
visually checked and recorded at the
beginning and end of each opacity ob-
servation period segment.

(iii) Review the recorded monitoring
data. Identify and explain any times
during batch copper converter blowing
when the capture system operated out-
side the applicable operating limits.

(iv) Certify in your performance test
report that during all observation pe-
riod segments, the copper converter de-
partment capture system was oper-
ating at the values or settings estab-
lished in your capture system oper-
ation and maintenance plan.

§63.1451 How do I demonstrate initial
compliance with the emission limi-
tations, work practice standards,
and operation and maintenance re-
quirements that apply to me?

(a) Total particulate matter emission
limits. For each copper concentrate
dryer, smelting furnace, slag cleaning
vessel, and copper converter depart-
ment subject to a total particulate
matter emission limits in §63.1444 or
§63.1446 that applies to you, you have
demonstrated initial compliance if you
meet both of the conditions in para-
graphs (a)(1) and (2) of this section.
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(1) The average concentration of
total particulate matter from a control
device applied to emissions from the
affected source, measured according to
the performance test procedures in
§63.1450(a), did not exceed the applica-
ble emission limit.

(2) You have submitted a notification
of compliance status according to the
requirements in §63.1454(e).

(b) Nonsulfuric acid particulate matter
emissions limits. For each smelting fur-
nace, slag cleaning vessel, and copper
converter departments subject to the
nonsulfuric acid particulate matter
emissions limit in §63.1444 as applies to
you, you have demonstrated initial
compliance if you meet both of the
conditions in paragraphs (b)(1) and (2)
of this section.

(1) The average concentration of non-
sulfuric acid particulate matter in the
process off-gas discharged from the af-
fected source, measured according to
the performance test procedures in
§63.1450(b), did not exceed 6.2 mg/dscm.

(2) You have submitted a notification
of compliance status according to the
requirements in §63.1454(e).

(c) For each existing copper con-
verter department subject to the opac-
ity limit in §63.1444, you have dem-
onstrated initial compliance if you
meet both of the conditions in para-
graphs (¢)(1) and (2) of this section.

(1) The opacity of visible emissions
exiting the roof monitors or roof ex-
haust fans on the building housing the
copper converter department measured
according to the performance test pro-
cedures in §63.1450(c), did not exceed 4
percent opacity.

(2) You have submitted a notification
of compliance status according to the
requirements in §63.1454(e).

(d) Copper converter department cap-
ture systems. You have demonstrated
initial compliance of the copper con-
verter department capture system if
you meet all of the conditions in para-
graphs (d)(1) through (4) of this section.

(1) Prepared the capture system oper-
ation and maintenance plan according
to the requirements of paragraph (a) of
this section;

(2) Conducted an initial performance
test according to the procedures of
§63.1450(c) demonstrating the opacity
of any visible emissions exiting the
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roof monitors or roof exhaust fans on
the building housing the copper con-
verter department does not exceed 4
percent opacity;

(3) Included in your notification of
compliance status a copy of your writ-
ten capture system operation and
maintenance plan and have certified in
your notification of compliance status
that you will operate the copper con-
verter department capture system at
all times during blowing at the values
or settings established for the oper-
ating limits in that plan; and

(4) Submitted a notification of com-
pliance status according to the require-
ments in §63.1454(e).

(e) Baghouses. For each baghouse sub-
ject to operating limits in §63.1444(f) or
§63.1446(c), you have demonstrated ini-
tial compliance if you meet all of the
conditions in paragraphs (e)(1) through
(3) of this section.

(1) You have included in your written
operation and maintenance plan re-
quired under §63.1447(b) detailed de-
scriptions of the procedures you use for
inspection, maintenance, bag leak de-
tection, and corrective action for the
baghouse.

(2) You have certified in your notifi-
cation of compliance status that you
will operate the baghouse according to
your written operation and mainte-
nance plan.

(3) You have submitted the notifica-
tion of compliance status according to
the requirements in §63.1454(e).

(f) Venturi wet scrubbers. For each
venturi wet scrubber subject to oper-
ating limits in §63.1444(g) or §63.1446(d),
you have demonstrated initial compli-
ance if you meet all of the conditions
in paragraphs (f)(1) through (3) of this
section.

(1) Established site-specific operating
limits for pressure drop and scrubber
water flow rate and have a record of
the pressure drop and scrubber water
flow rate measured during the perform-
ance test you conduct to demonstrate
initial compliance with paragraph (a)
of this section.

(2) Certified in your notification of
compliance status that you will oper-
ate the venturi wet scrubber within the
established operating limits for pres-
sure drop and scrubber water flow rate.
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(3) Submitted a notification of com-
pliance status according to the require-
ments in §63.1454(e).

(g) Other control devices. For each
control device other than a baghouse
or venturi wet scrubber subject to op-
erating limits in  §63.1444(h) or
§63.1446(e), you have demonstrated ini-
tial compliance if you meet all of the
conditions in paragraphs (g)(1) through
(4) of this section.

(1) Selected one or more operating
parameters, as appropriate for the con-
trol device design, that can be used as
representative and reliable indicators
of the control device operation.

(2) Established site-specific operating
limits for each of the selected oper-
ating parameters based on values
measured during the performance test
you conduct to demonstrate initial
compliance with paragraph (a) of this
section and have prepared written doc-
umentation according to the require-
ments in §63.1450(a)(5)(iv).

(3) Included in your notification of
compliance status a copy of the writ-
ten documentation you have prepared
to demonstrate compliance with para-
graph (g2)(2) of this section and have
certified in your notification of compli-
ance status that you will operate the
control device within the established
operating limits.

(4) Submitted a notification of com-
pliance status according to the require-
ments in §63.1454(e).

(h) Fugitive dust sources. For all fugi-
tive dust sources subject to work prac-
tice standards in §63.1445, you have
demonstrated initial compliance if you
meet all of the conditions in para-
graphs (i)(1) through (3) of this section.

(1) Prepared a written fugitive dust
control plan according to the require-
ments in §63.1454 and it has been ap-
proved by the designated authority.

(2) Certified in your notification of
compliance status that you will con-
trol emissions from the fugitive dust
sources according to the procedures in
the approved plan.

(3) Submitted the notification of
compliance status according to the re-
quirements in §63.1454(e).

(1) Operation and maintenance require-
ments. You have demonstrated initial
compliance with the operation and
maintenance requirements that apply
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to you if you meet all of the conditions
in paragraphs (i)(1) through (3) of this
section.

(1) Prepared an operation and main-
tenance plan according to the require-
ments in §63.1454(b).

(2) Certified in your notification of
compliance status that you will oper-
ate each capture system and control
device according to the procedures in
the plan.

(3) Submitted the mnotification of
compliance status according to the re-
quirements in §63.1454(e).

CONTINUOUS COMPLIANCE REQUIREMENTS

§63.1452 What are my monitoring re-
quirements?

(a) Copper converter department cap-
ture systems. For each operating limit
established under your capture system
operation and maintenance plan, you
must install, operate, and maintain an
appropriate monitoring device accord-
ing the requirements in paragraphs
(a)(1) though (6) of this section to
measure and record the operating limit
value or setting at all times the copper
converter department capture system
is operating during batch copper con-
verter blowing. Dampers that are
manually set and remain in the same
position at all times the capture sys-
tem is operating are exempted from
the requirements of this paragraph (a).

(1) Install the monitoring device, as-
sociated sensor(s), and recording equip-
ment according to the manufacturers’
specifications. Locate the sensor(s)
used for monitoring in or as close to a
position that provides a representative
measurement of the parameter being
monitored.

(2) If a flow measurement device is
used to monitor the operating limit pa-
rameter, you must meet the require-
ments in paragraph (a)(2)(i) through
(iv) of this section.

(i) Locate the flow sensor and other
necessary equipment such as straight-
ening vanes in a position that provides
a representative flow.

(ii) Use a flow sensor with a min-
imum tolerance of 2 percent of the flow
rate.

(iii) Reduce swirling flow or abnor-
mal velocity distributions due to up-
stream and downstream disturbances.
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(iv) Conduct a flow sensor calibration
check at least semiannually.

(3) If a pressure measurement device
is used to monitor the operating limit
parameter, you must meet the require-
ments in paragraph (a)(3)(i) through (v)
of this section.

(i) Locate the pressure sensor(s) in or
as close to a position that provides a
representative measurement of the
pressure.

(ii) Minimize or eliminate pulsating
pressure, vibration, and internal and
external corrosion.

(iii) Use a gauge with a minimum tol-
erance of 0.5 inch of water or a trans-
ducer with a minimum tolerance of 1
percent of the pressure range.

(iv) Check pressure tap pluggage
daily.

(v) Using a manometer, check gauge
calibration quarterly and transducer
calibration monthly.

(4) Conduct calibration and valida-
tion checks any time the sensor ex-
ceeds the manufacturer’s specifications
or you install a new sensor.

(5) At least monthly, inspect all com-
ponents for integrity, all electrical
connections for continuity, and all me-
chanical connections for leakage.

(6) Record the results of each inspec-
tion, calibration, and validation check.

(b) Baghouses. For each baghouse sub-
ject to the operating limit in §63.1444(f)
or §63.1446(c) for the bag leak detection
system alarm, you must at all times
monitor the relative change in particu-
late matter loadings using a bag leak
detection system according to the re-
quirements in paragraph (b)(1) of this
section and conduct regular inspec-
tions according to the requirements in
paragraph (b)(2) of this section.

(1) You must install, operate, and
maintain each bag leak detection sys-
tem according to the requirements in
paragraphs (b)(1)(i) through (vii) of this
section.

(i) The system must be certified by
the manufacturer to be capable of de-
tecting emissions of particulate matter
at concentrations of 10 milligrams per
actual cubic meter (0.0044 grains per
actual cubic foot) or less.

(ii) The system must provide output
of relative changes in particulate mat-
ter loadings.
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(iii) The system must be equipped
with an alarm that will sound when an
increase in relative particulate load-
ings is detected over a preset level. The
alarm must be located such that it can
be heard by the appropriate plant per-
sonnel.

(iv) Each system that works based on
the triboelectric effect must be in-
stalled, operated, and maintained in a
manner consistent with the guidance
document, ‘“‘Fabric Filter Bag Leak De-
tection Guidance,” EPA-454/R-98-015,
September 1997. You may obtain a copy
of this guidance document by con-
tacting the National Technical Infor-
mation Service (NTIS) at 800-553-6847.
You may install, operate, and maintain
other types of bag leak detection sys-
tems in a manner consistent with the
manufacturer’s written specifications
and recommendations.

(v) To make the initial adjustment of
the system, establish the baseline out-
put by adjusting the sensitivity (range)
and the averaging period of the device.
Then, establish the alarm set points
and the alarm delay time.

(vi) Following the initial adjustment,
do not adjust the sensitivity or range,
averaging period, alarm set points, or
alarm delay time, except as detailed in
your operation and maintenance plan.
Do not increase the sensitivity by more
than 100 percent or decrease the sensi-
tivity by more than 50 percent over a
365-day period unless a responsible offi-
cial certifies, in writing, that the
baghouse has been inspected and found
to be in good operating condition.

(vii) Where multiple detectors are re-
quired, the system’s instrumentation
and alarm may be shared among detec-
tors.

(2) You must conduct baghouse in-
spections at their specified frequencies
according to the requirements in para-
graphs (b)(2)(1) through (viii) of this
section.

(i) Monitor the pressure drop across
each baghouse cell each day to ensure
pressure drop is within the normal op-
erating range identified in the manual.

(ii) Confirm that dust is being re-
moved from hoppers through weekly
visual inspections or other means of
ensuring the proper functioning of re-
moval mechanisms.



§63.1452

(iii) Check the compressed air supply
for pulse-jet baghouses each day.

(iv) Monitor cleaning cycles to en-
sure proper operation using an appro-
priate methodology.

(v) Check bag cleaning mechanisms
for proper functioning through month-
ly visual inspection or equivalent
means.

(vi) Make monthly visual checks of
bag tension on reverse air and shaker-
type baghouses to ensure that bags are
not kinked (kneed or bent) or laying on
their sides. You do not have to make
this check for shaker-type baghouses
using self-tensioning (spring-loaded)
devices.

(vii) Confirm the physical integrity
of the baghouse through quarterly vis-
ual inspections of the baghouse inte-
rior for air leaks.

(viii) Inspect fans for wear, material
buildup, and corrosion through quar-
terly visual inspections, vibration de-
tectors, or equivalent means.

(c) Venturi wet scrubbers. For each
venturi wet scrubber subject to the op-
erating limits for pressure drop and
scrubber water flow rate in §63.1444(g)
or §63.1446(d), you must at all times
monitor the hourly average pressure
drop and water flow rate using a
CPMS. You must install, operate, and
maintain each CPMS according to the
requirements in paragraphs (c)(1) and
(2) of this section.

(1) For the pressure drop CPMS, you
must meet the requirements in para-
graphs (¢)(1)(i) through (vi) of this sec-
tion.

(i) Locate the pressure sensor(s) in or
as close to a position that provides a
representative measurement of the
pressure and that minimizes or elimi-
nates pulsating pressure, vibration,
and internal and external corrosion.

(ii) Use a gauge with a minimum
measurement sensitivity of 0.5 inch of
water or a transducer with a minimum
measurement sensitivity of 1 percent of
the pressure range.

(iii) Check the pressure tap for
pluggage daily.

(iv) Using a manometer, check gauge
calibration quarterly and transducer
calibration monthly.

(v) Conduct calibration checks any
time the sensor exceeds the manufac-
turer’s specified maximum operating
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pressure range, or install a new pres-
sure sensor.

(vi) At least monthly, inspect all
components for integrity, all electrical
connections for continuity, and all me-
chanical connections for leakage.

(2) For the scrubber water flow rate
CPMS, you must meet the require-
ments in paragraphs (c)(2)(i) through
(iv) of this section.

(i) Locate the flow sensor and other
necessary equipment in a position that
provides a representative flow and that
reduces swirling flow or abnormal ve-
locity distributions due to upstream
and downstream disturbances.

(ii) Use a flow sensor with a min-
imum measurement sensitivity of 2
percent of the flow rate.

(iii) Conduct a flow sensor calibra-
tion check at least semiannually ac-
cording to the manufacturer’s instruc-
tions.

(iv) At least monthly, inspect all
components for integrity, all electrical
connections for continuity, and all me-
chanical connections for leakage.

(d) Other control devices. For each
control device other than a baghouse
or venturi wet scrubber subject to the
operating limits for appropriate pa-
rameters in §§63.1444(h) or 63.1446(e),
you must at all times monitor each of
your selected parameters using an ap-
propriate CPMS. You must install, op-
erate, and maintain each CPMS ac-
cording to the equipment manufactur-
er’s specifications and the require-
ments in paragraphs (d)(1) though (5) of
this section.

(1) Locate the sensor(s) used for mon-
itoring in or as close to a position that
provides a representative measurement
of the parameter being monitored.

(2) Determine the hourly average of
all recorded readings.

(3) Conduct calibration and valida-
tion checks any time the sensor ex-
ceeds the manufacturer’s specifications
or you install a new sensor.

(4) At least monthly, inspect all com-
ponents for integrity, all electrical
connections for continuity, and all me-
chanical connections for leakage.

(5) Record the results of each inspec-
tion, calibration, and validation check.

(e) Except for monitoring malfunc-
tions, associated repairs, and required
quality assurance or control activities
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(including as applicable, calibration
checks and required zero and span ad-
justments), you must monitor continu-
ously (or collect data at all required
intervals) at all times an affected
source is operating.

(f) You may not use data recorded
during monitoring malfunctions, asso-
ciated repairs, and required quality as-
surance or control activities in data
averages and calculations used to re-
port emission or operating levels or to
fulfill a minimum data availability re-
quirement, if applicable. You must use
all the data collected during all other
periods in assessing compliance.

(g) A monitoring malfunction is any
sudden, infrequent, not reasonably pre-
ventable failure of the monitor to pro-
vide valid data. Monitoring failures
that are caused in part by poor mainte-
nance or careless operation are not
malfunctions.

[67 FR 40491, June 12, 2002, as amended at 70
FR 40673, July 14, 2005]

§63.1453 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations, work practice
standards, and operation and main-
tenance requirements that apply to
me?

(a) Particulate matter emission limits.

For each affected source subject to a

particulate matter emission limit
§63.1444 or §63.1446 as applies to you,
you must demonstrate continuous

compliance according to the require-
ments in paragraphs (a)(1) and (2) of
this section.

(1) For each copper concentrate
dryer, smelting furnace, slag cleaning
vessel, and copper converter depart-
ment subject to a total particulate
matter emission limit in §63.1444 or
§63.1446 as applies to you, you must
demonstrate continuous compliance by
meeting the conditions in paragraphs
(a)(1)(i) and (ii) of this section.

(i) Maintain the average concentra-
tion of total particulate matter in the
gases discharged from the affected
source at or below the applicable emis-
sion limit.

(ii) Conduct subsequent performance
tests following your initial perform-
ance test no less frequently than once
per year according to the performance
test procedures in §63.1450(a).
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(2) For each smelting furnace, slag
cleaning vessel, and copper converter
department subject to the nonsulfuric
acid particulate matter emission limit
in §63.1444 as applies to you, you must
demonstrate continuous compliance by
meeting the conditions in paragraphs
(a)(2)(1) and (ii) of this section.

(i) Maintain the average concentra-
tion of nonsulfuric acid particulate
matter in the process off-gas dis-
charged from the affected source at or
below 6.2 mg/dscm.

(i1) Conduct subsequent performance
tests following your initial perform-
ance test no less frequently than once
per year according to the performance
test procedures in §63.1450(b).

(b) Copper converter department cap-
ture systems. You must demonstrate
continuous compliance of the copper
converter department capture system
by meeting the requirements in para-
graphs (b)(1) through (4) of this section.

(1) Operate the copper converter de-
partment capture system at all times
during blowing at or above the lowest
values or settings established for the
operating limits and demonstrated to
achieve the opacity limit according to
the applicable requirements of this
subpart;

(2) Inspect and maintain the copper
converter department capture system
according to the applicable require-
ments in §63.1447 and recording all in-
formation needed to document con-
formance with these requirements;

(3) Monitor the copper converter de-
partment capture system according to
the requirements in §63.1452(a) and col-
lecting, reducing, and recording the
monitoring data for each of the oper-
ating limit parameters according to
the applicable requirements of this
subpart; and

(4) Conduct subsequent performance
tests according to the requirements of
§63.1450(c) following your initial per-
formance test no less frequently than
once per year to demonstrate that the
opacity of any visible emissions exiting
the roof monitors or roof exhaust fans
on the building housing the copper con-
verter department does not exceed 4
percent opacity.

(c) Baghouses. For each baghouse sub-
ject to the operating limit for the bag
leak detection system alarm in
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§63.1444(f) or §63.1446(c), you must dem-
onstrate continuous compliance by
meeting the requirements in para-
graphs (c)(1) through (3) of this section.

(1) Maintain the baghouse such that
the bag leak detection system alarm
does not sound for more than 5 percent
of the operating time during any semi-
annual reporting period. To determine
the percent of time the alarm sounded
use the procedures in paragraphs
(c)(1)() through (v) of this section.

(i) Alarms that occur due solely to a
malfunction of the bag leak detection
system are not included in the calcula-
tion.

(ii) Alarms that occur during startup,
shutdown, or malfunction are not in-
cluded in the calculation if the condi-
tion is described in the startup, shut-
down, and malfunction plan, and you
operated the source during such peri-
ods in accordance with §63.6(e)(1).

(iii) Count 1 hour of alarm time for
each alarm when you initiated proce-
dures to determine the cause of the
alarm within 1 hour.

(iv) Count the actual amount of time
you took to initiate procedures to de-
termine the cause of the alarm if you
did not initiate procedures to deter-
mine the cause of the alarm within 1
hour of the alarm.

(v) Calculate the percentage of time
the alarm on the bag leak detection
system sounds as the ratio of the sum
of alarm times to the total operating
time multiplied by 100.

(2) Maintain records of the times the
bag leak detection system alarm
sounded, and for each valid alarm, the
time you initiated corrective action,
the corrective action(s) taken, and the
date on which corrective action was
completed.

(3) Inspect and maintain each
baghouse according to the require-
ments in §63.1451(b)(2) and recording all
information needed to document con-
formance with these requirements. If
you increase or decrease the sensitivity
of the bag leak detection system be-
yond the limits specified in
§63.1451(b)(1)(vi), you must include a
copy of the required written certifi-
cation by a responsible official in the
next semiannual compliance report.

(d) Venturi wet scrubbers. For each
venturi wet scrubber subject to the op-
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erating limits for pressure drop and
scrubber water flow rate in §63.1444(g)
or §63.1446(d), you must demonstrate
continuous compliance by meeting the
requirements of paragraphs (d)(1)
through (3) of this section.

(1) Maintain the hourly average pres-
sure drop and scrubber water flow rate
at levels no lower than those estab-
lished during the initial or subsequent
performance test;

(2) Inspect and maintain each venturi
wet scrubber CPMS according to
§63.1452(c) and recording all informa-
tion needed to document conformance
with these requirements; and

(3) Collect and reduce monitoring
data for pressure drop and scrubber
water flow rate according to §63.1452(e)
and recording all information needed
to document conformance with these
requirements.

(e) Other control devices. For each con-
trol device other than a baghouse or
venturi wet scrubber subject to the op-
erating limits for site-specific oper-
ating parameters in §63.1444(h) or
§63.1446(e), you must demonstrate con-
tinuous compliance by meeting the re-
quirements of paragraphs (e)1)
through (3) of this section:

(1) Maintain the hourly average rate
at levels no lower than those estab-
lished during the initial or subsequent
performance test;

(2) Inspect and maintain each CPMS
operated according to §63.1452(d) and
record all information needed to docu-
ment conformance with these require-
ments; and

(3) Collect and reduce monitoring
data for selected parameters according
to §63.1452(e) and recording all informa-
tion needed to document conformance
with these requirements.

(f) Fugitive dust sources. For each fu-
gitive dust source subject to work
practice standards in §63.1445, you
must demonstrate continuous compli-
ance by implementing all of fugitive
control measures specified for the
source in your written fugitive dust
control plan.

[67 FR 40491, June 12, 2002, as amended at 70
FR 40674, July 14, 2005; 71 FR 20461, Apr. 20,
2006]
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NOTIFICATIONS, REPORTS AND RECORDS

§63.1454 What notifications
submit and when?

(a) You must submit all of the notifi-
cations in §§63.6(h)(4) and (h)(5), 63.7(b)
and (c), 63.8(f)(4), and 63.9(b) through
(h) that apply to you by the specified
dates.

(b) As specified in §63.9(b)(2), if you
start your affected source before June
12, 2002, you must submit your initial
notification not later than October 10,
2002.

(c) As specified in §63.9(b)(3), if you
start your new affected source on or
after June 12, 2002, you must submit
your initial notification not later than
120 calendar days after you become
subject to this subpart.

(d) If you are required to conduct a
performance test, you must submit a
notification of intent to conduct a per-
formance test at least 60 calendar days
before the performance test is sched-
uled to begin as required in §63.7(b)(1).

(e) If you are required to conduct a
performance test, opacity observation,
or other initial compliance demonstra-
tion, you must submit a notification of
compliance status according to
§63.9(h)(2)(ii) by the date specified in
paragraph (e)(1) or (2) of this section as
applies to you.

(1) For each initial compliance dem-
onstration that does not include a per-
formance test, you must submit the
notification of compliance status be-
fore the close of business on the 30th
calendar day following the completion
of the initial compliance demonstra-
tion.

(2) For each initial compliance dem-
onstration that includes a performance
test, you must submit the notification
of compliance status, including the
performance test results, before the
close of business on the 60th calendar
day following the completion of the
performance test according to
§63.10(d)(2).

must I

§63.1455 What reports must I submit
and when?

(a) You must submit each report in
paragraphs (a)(1) and (2) of this section
that applies to you.

(1) You must submit a compliance re-
port semiannually according to the re-
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quirements in paragraph (b) of this sec-
tion and containing the information in
paragraph (c) of this section.

(2) You must submit an immediate
startu